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INVITATION TO BID 
 
 
Sealed bids will be received by the Town of Stratford Purchasing Department, Town Hall, Stratford, Connecticut 
06615, until Thursday October 9, 2014, at 3:30pm.  Bids shall be publicly opened and read aloud on the day and 
hour specified above.  Bids must be in a sealed envelope plainly marked: 
 
  
 On-Call Painting Services for the Town of Stratford  
 Main Street 
 Stratford, CT  
 
 Bid No.:      2014-073 
 Attention: Michael Bonnar 
     Purchasing Agent 
 DATE:         October 2, 2014 
 
 
Each bid shall be accompanied by:  
 1. Bid Sheet 
 2. Insurance Procedure 
 3. Bid Bond * 
 4. AIA Document A305 – Contractor’s Qualification Statement ** 
 5. List of 5 (minimum) similar, equivalent-sized projects completed within the last 5-years. 
  Include reference contact information. 
 
*A Bid Bond in the amount of five percent (5%) of the bid amount made payable to the Town of Stratford.  A certified 
check will not be acceptable. 
 
**Bidders are required to complete, and include as part of their Bid proposal “Contractor’s Qualification 
Questionnaire.”  AIA Document A305 is included in this specification. 
 
Bidders are required to meet the following QUALIFICATIONS: 

• Company with a minimum 10-years of experience 
• Minimum company staff of 10 persons 
• Located within 45 miles of Stratford, Connecticut 
• All painters must have OSHA 10 Certification 
• EPA Lead-Safe Certified Company 

 
Pursuant to Connecticut General Statutes § 12-430(7), as amended by Public Act No. 03-147 (An Act Concerning 
Sales Tax Bond Requirements for Nonresident Contractors) and Public Act No. 03-6 (An Act Concerning General 
Budget and Revenue Implementation), Section 76, a nonresident contractor shall furnish the Department of Revenue 
Services (DRS) a guarantee Bond for five percent (5%) of the total contract price using Form AU-766, attached 
hereto. 
 
Plans, specifications, addenda, and other Contract Documents will be available as of 10/02/14, and can be viewed at 
the Town of Stratford website (www.townofstratford.com) under the Purchasing Department link.  Addenda can be 
posted to website up to 24 hours before the bid opening, and it is the contractor’s responsibility to check the 
website often for Addenda.  The Town of Stratford will not be responsible for full or partial sets of Contracts 
Documents, including addenda obtained from any other sources. 
 
 
 
 

http://www.townofstratford.com/
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The Town of Stratford reserves the right to reject any and all bids not deemed to be in the best interest of the Town of 
Stratford or to accept any bids which appears to be in the best interest of the Town of Stratford.  The Town of 
Stratford reserves the right to waive any informality in or reject any or all bids or any part of any bid. 
 
By: Michael Bonnar 
 Purchasing Agent/Purchasing Department 
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INFORMATION FOR BIDDERS 

 
 
1. Form and Submission of Bid 
 
 a. One copy of this document will be furnished to the bidders.  The Bid Sheet shall be 

completed and returned as part of the bid.  The copy submitted by the successful 
bidder shall be completed in its entirety, executed and retained by the Town of 
Stratford, sometimes referred to as the Town.  From this executed copy, three other 
conformed copies will be made, one of which will be sent to the Contractor. 

 
 b. Bid Documents must be enclosed in a sealed opaque envelope plainly marked on the 

outside with the name and address of the Contractor; addressed to Michael Bonnar, 
Purchasing Department, Town of Stratford, 2725 Main Street, Stratford, CT 06615, 
and shall be labeled as indicated in Invitation to Bidders. 

 
 c. It shall be the responsibility of each Bidder to have his Bid Proposal at the Purchasing 

Department at the time of Bid Opening; the Town of Stratford shall not be held in any 
way for failure of bidder to have his Bid Proposal submitted at such time and Bids 
arriving after the indicated Bid Opening time will not be accepted.  Late bids arriving 
by mail shall be returned to the sender unopened. 

 
 
2. Bid Bond / Bid Security 
 
  
 A Bid Bond in the amount of five percent (5%) of the bid amount made payable to the 

Town of Stratford.  A certified check will not be acceptable.  Each such Bid Bond may be 
held by the Town as security for the fulfillment of the Bidder's agreements as hereinabove 
set forth and as set forth in the Bid.  Should the Bidder fail to fulfill such agreements, the 
Bid Bond shall become payable to the Town as liquidated damages; otherwise, the Bid 
Bond shall become null and void.  The successful apparent low-bidder will be required to 
furnish a performance bond in the amount equal to the contract award. 

 
 
3. Withdrawal of Bids 
 
 Except as hereinafter in this subsection expressly provided, once his Bid is submitted and 

received by the Town for consideration and comparison with the other bids similarly 
submitted, the Bidder agrees that he may not and will not withdraw it within thirty (30) 
consecutive calendar days after the actual date of the opening of Bids unless extended by 
addendum. 

  
 Upon proper written request and identification, Bids may be withdrawn only as follows: 
 
 a. At any time prior to the designated time for the opening of bids. 
 

b. Unless a Bid is withdrawn as provided above, the Bidder agrees that it shall be 
deemed open for acceptance until the Agreement has been executed by both parties 
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thereto or until the Town notifies a Bidder in writing that his Bid is rejected or that the 
Town does not intend to accept it.  Notice of acceptance of a Bid shall not constitute 
rejection of any other Bid. 

 
4. Bidders to Investigate 
 
 Where applicable, Bidders are required to submit their Bids upon the following express 

conditions which shall apply to and be deemed a part of every Bid received. 
 
 Bidders must satisfy themselves by personal examination of the site of the work and by 

such means as they may wish, as to the actual conditions there existing, the character and 
requirements of the work, and the difficulties attendant upon its execution, and the 
accuracy of all estimated quantities, if any, stated in the Bid. 

 
5. Ability and Experience of Bidder 
 
 No award will be made to any Bidder who cannot satisfy the Town that he has sufficient 

ability and experience in this class of work and sufficient capital and plant to enable him to 
prosecute and complete the work successfully within the time named or where such time 
is not named, within a reasonable period of time as is determined by the contracting officer 
or agency.  The Town's decision or judgment on these matters shall be final, conclusive 
and binding. 

 
 The Town may make such investigations as it deems necessary, and the Bidder shall 

furnish to the Town, under oath if so required, all such information and data for this 
purpose as the Town may request. 

 
6. Interpretations 
 
 Questions Regarding Drawings and Documents –  Questions must be directed to Brian 

Snyder of Geddis Architects at brians@geddisarchitects.com.  Questions and Answers, 
and Addenda will be posted at www.townofstratford.com under the Purchasing 
Department link.  No phone questions will be accepted.  It is the responsibility of the 
prospective bidder who is down loading this bid to check this website for any addenda 
issued up to 48 hours before the deadline. 

 
 The Contractor agrees to use the products and methods designated or described in the 

specifications or as amended by the addenda. 
 
 a. Bids.  The Town of Stratford reserves the right to reject Bids which in its judgment are 

incomplete, conditional, obscure, or not responsible or which contain additions not 
called for, erasures not properly initialed, alterations or similar irregularities if deemed 
in the Town's best interest to do so. 

 
 b. Right to Reject or Accept Bids.  The Town of Stratford reserves the right to reject any 

and all bids not deemed to be in the best interest of the Town of Stratford.  The Town 
of Stratford reserves the right to waive any informality in or reject any or all bids, or 
any part of any bid. 

 

mailto:brians@geddisarchitects.com
http://www.townofstratford.com/
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 c. Execution of Agreement.  The Bidder whose Bid is accepted will be required and 
agrees to duly execute the Agreement and furnish the required Bond within such time 
as deemed reasonable by the Town or Contracting Officer. 

 
d. Non-Connecticut Contractors 5 % Tax. 

Pursuant to Connecticut General Statutes § 12-430(7), as amended by Public Act 
No. 03-147 (An Act Concerning Sales Tax Bond Requirements For Nonresident 
Contractors) and Public Act No. 03-6 (An Act Concerning General Budget and 
Revenue Implementation), Sec. 76, a nonresident contractor shall furnish the 
Department of Revenue Services (DRS) a guarantee bond for five (5%) percent of 
the total contract price using Form AU-766, copy attached. 
 
The nonresident contractor must have completed and submitted to the DRS Form 
REG-1, Business Taxes Registration Application, to register with the DRS and have 
been issued a Connecticut Tax Registration Number.  A copy of this form is attached. 
 This form is also available on the State’s web site:  
(http://www.drs.state.ct.us/pubs/newindx.html#NEWSLETTER), for the purpose 
of online registration. 
 
The nonresident contractor has one hundred twenty (120) days from the 
commencement of the contract to file the guarantee bond.  As soon as the guarantee 
bond is filed with the DRS, a copy of such guarantee bond together with the 
nonresident contractor’s Connecticut Tax Registration Number shall be submitted to 
the Town of Stratford. 
 
After the nonresident contractor receives an Acceptance of Guarantee Bond form 
from the DRS confirming that the guarantee bond requirement has been met, the 
nonresident contractor shall submit a copy of said form, referencing the contract, to 
the Town of Stratford. 
 
If the copy of the Acceptance of Guarantee Bond form is not received by the Town of 
Stratford within one hundred twenty (120) days from the commencement of the 
contract, the Town will be obligated under law to withhold payment in the amount of 
five (5%) percent of the contract total, including the price of all change orders and 
charges for add-ons, and remit the amount as a deposit to the DRS not later than 
thirty (30) days after the completion of the contract.  The Town will also be obligated 
to withhold five percent (5%) from each contractor’s invoice if the contractor has 
invoiced the Town before one hundred twenty (120) days from the commencement of 
the contract and has not supplied the Town with a copy of the Acceptance of 
Guarantee Bond. 

 
7. Bid Bond 
 
 a. The Bid Bond form given on the following pages shall be used. 
 
 b. The surety on the bond may be any corporation authorized to act as surety in the 

State of Connecticut. 
 
 c. The full name and business or residence address of each individual party to the bond 

http://www.drs.state.ct.us/pubs/newindx.html#NEWSLETTER
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shall be inserted in the space provided therefore, and each party shall sign the bond 
with his usual signature on the line opposite the scroll seal. 

 
 d. If the principals are partners, their individual names shall appear in the space 

provided therefore, with the recital that they are partners composing a firm, naming it, 
and the bond shall be executed by a general partner who has been authorized to act 
on behalf of the partnership. 

 
 e. If the principal or surety is a corporation, the name of the state in which incorporate 

shall be inserted in the space provided therefore, and said instrument shall be 
executed and attested under the corporate seal, the fact shall be stated, in which 
case a scroll or adhesive seal shall appear following the corporate name. 

 
 f. The official character and authority of the person or persons executing the bond for a 

corporation shall be certified by a proper officer.  In lieu of such certificate, there may 
be attached to the bond copies of so much of the records of the corporation as will 
show the official character and authority of the officers signing duly certified by a 
proper officer, under the corporate seal, to be true copies. 

 
 g. The date of this bond must not be prior to the date of the instrument in connection 

with which it is given. 
 
8. Minimum Wages and Payment to Subcontractors 

  a. The work specified in this contract is subject to prevailing wage rates if the total 
contract amount is $100,000 or more as fixed by the Labor Commissioner of the 
State of Connecticut and a schedule of such rates is deemed to be incorporated 
herein. 

b. A general or prime contractor is required by Connecticut law to pay his subcontractors 
for labor performed or materials furnished within forty-five (45) days after payment to 
such general or prime contractor. 

c. The contractor's attention is directed to Section 9 of the Agreement for additional 
requirements for Employment Preference and Minimum Wage. 

 
End of Information for Bidders 
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PROJECT NARRATIVE 
 

This project involves various interior and exterior painting projects at various Town of Stratford 
and Stratford Public School Facilities.  The Town will engage up to three contractors, contracts 
for each project shall be based on unit-costs submitted in bids.  Contracts per project shall not 
exceed $100,000. 
 
The painting work may need to take place after 3:00 pm. Bid numbers shall account for work to 
take place after 3:00 pm, if needed. 
 
Contractor unit price shall be based on gross wall area (not including ribbon windows or walls 
with storefront glazing.  Painting scope shall include painting of all surfaces that are currently 
painted that include but not limited to:  Exterior or Interior walls, wood window frames, window 
trim, all wood trim, painted built-in cabinetry and shelving, etc 5 
 
 

END OF SECTION 
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BID FORM 

Bids must be submitted to the Town of Stratford Purchasing Office, attention Michael Bonnar, 
Purchasing Agent, on the following form signed by an authorized company officer.  Bids will be 
opened on October 9, 2014 at 3:30 pm. 
 
Michael Bonnar, Purchasing Agent 
Town of Stratford 
2725 Main Street 
Stratford, CT 06615 
 
 

Re: On-Call Painting Services for the Town of Stratford  

Stratford, CT 
 
 
To Whom It May Concern: 
 
(I, We) ______________________________________ the undersigned having familiarized 

ourselves with the existing conditions of the project site affecting the cost of the work and with 

Contract Documents and all addenda thereto, hereby propose to furnish all labor, materials, 

tools, equipment, insurance to pay all applicable taxes, and to do and perform all things as 

provided in the Specifications for the following sum:  

 

 

ON-CALL INTERIOR PAINTING BID 

NOT TO EXCEED $100,000 PER CONTRACT 

On-Call Painting Services for the Town of Stratford buildings or School facilities.  Contractor bid 

shall be a unit cost per square foot using gross wall area per room.  Unit cost paint scope shall 

include all surfaces with existing paint finish including:  walls, window trim, wood trim, door 

frames, and doors that have existing painted finish.  Wall and trim color(s) to be selected by 

Architect and BOE. 

 

UNIT COST PER SQUARE FOOT 

Written Form: ___________________________________________________per square foot. 

Dollars: ($_________________per square foot) 
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UNIT PRICING 

Provide unit costs for the following items: 

ITEM 

1. Cost to sand, prep, and apply transparent finish to existing wood door.  Refer to 

specification section 09931.  

$____________ Per Door. 

 

2. Cost to clean, scrape, prep, prime and apply 2 coats of paint to wood window (3 coats 

total). Refer to specification section 09911. 

$____________ Per 15 SF Window. 

$____________ Per 20 SF Window. 

$____________ Per 25 SF Window. 

 

3. Cost to clean, scrape, prep, and paint exterior surfaces with the highest quality grade 

paint by submitted manufacturer. Refer to specification section 09911. 

$____________ Per SF. 

 

4. Cost to clean (powerwash), prep, and paint exterior wood porch surfaces. Refer to 

specification section 09911. 

$____________ Per SF. 

 

5. Hourly rate to remove existing glazing and re-glaze windows with glazing compound. 

$____________ Per Hour. 

 

6. Hourly rate for lead paint abatement per local, state and federal regulations. Inclusive of 

materials and proper disposal. 

$____________ Per Hour. 

 

7. Hourly rate for exterior powerwashing. 

$____________ Per Hour. 

 

8. Hourly rate for carpentry and wood repairs and restoration.  

$____________ Per Hour. 
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ADDENDA 

In submitting this proposal, I have received and included in this Proposal, the following 
Addenda: 
 
Addendum No.   Date 
         
         
         
         
         
         
 

Signed: ________________________________ ____________________________________ 

                             Signature                                                                Corporate Seal 

Company Name  : _________________________________________________________ 

Address    : _________________________________________________________ 

City, St, Zip Code : _________________________________________________________ 

Phone     : (__ __ __) - __ __ __ - __ __ __ __ 

Fax     : (__ __ __) - __ __ __ - __ __ __ __ 
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NON-COLLUSION AFFIDAVIT 

 

 
State of ___________________________: 
 
County of  _________________________:s.s. 
 
I state that I am the_______________________ of ____________________________ 
       (TITLE)   (NAME OF MY FIRM)  
and that I am authorized to make this affidavit on behalf of my firm, and its owners, directors, 
and officers.  I am the person responsible in my firm for the price(s) and the amount of this bid. 
 
I state that: 
 
(1) The price(s) and amount of this bid have been arrived at independently and without consultation 

communication or agreement with any other contractor, bidder/proposer or potential 
bidder/proposer.   

 
(2) Neither the price(s) nor the amount of this bid/rfp, and neither the approximate price(s) nor 

approximate amount of this bid/rfp, have been disclosed to any other firm or person who is a 
bidder/proposer or potential bidder/proposer, and they will not be disclosed before bid/rfp 
opening.  

 
(3) No attempt has been made or will be made to induce any firm or person to refrain from 

bidding/proposing on this contract, or to submit a bid/proposal higher than this bid/rfp, or to 
submit any intentionally high or noncompetitive bid/rfp or other form of complementary bid/rfp. 

 
(4) I fully understand that more than one offer from an individual, firm partnership; corporation or 

association under the same or different name will be rejected.  Reasonable grounds for 
believing that a bidder/proposer is interested in more than one bid/rfp for the work 
contemplated may cause rejection of all bids/rfps in which the bidder/proposer is interested.  
Any or all bidders/proposers will be rejected if there is any reason for believing that collusion 
exists among the bidders/proposers. Participants in such collusion may not be considered in 
the future offers for the same work. Each bidder/proposer by submitting a bid/proposal 
certifies that it is not a part to any collusive action.  

 
(5) The bid/rfp of my firm is made in good faith and not pursuant to any agreement or discussion 

with, or inducement from, any firm or person to submit a complementary or other noncompetitive 
bid/proposal. 

 
(6) ______________________________________its affiliates, subsidiaries, officers,   
   (NAME OF MY FIRM) 

directors and employees are not currently under investigation by any governmental agency and 
have not in the last four years been convicted or found liable for any act prohibited by State or 
Federal law in any jurisdiction, involving conspiracy or collusion with respect to 
bidding/proposing on any public contract, except as follows:   

 I state that __________________________ understands and acknowledges that   
     (NAME OF MY FIRM) 

the above representations are material and important, and will be relied on by the Town of 
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Stratford in awarding the bid/proposal for which this is submitted.  I understand and my firm 
understands that any misstatement in this affidavit is and shall be treated as fraudulent 
concealment from the Town of Stratford of the true facts relating to the submission of 
bids/proposals for this contract. 

 
(7) I agree to furnish and deliver all services on the date and time agreed on by  
  ______________________________  and the Town of Stratford once the   
    (NAME OF MY FIRM) 

Contract is signed. Furthermore, there will not be any cancellations to the Town of Stratford.  If a 
bidder/proposer submits a bid/proposal on any services he/she will be responsible for delivering 
that service at the bid/proposal cost, in accordance with the attached above specifications, 
which were submitted with this bid/proposal and upon which the bid/proposal was made. 

 
(8) In submitting this bid/proposal, the undersigned declares that this is made without any 

connection with any persons making another bid/proposal on the same contract; that the 
bid/proposal is in all respects fair and without collusion, fraud or mental reservation; and that 
no official of the Town, or any person in the employ of the Town, is directly or indirectly 
interested in said bid/proposal or in the supplies or work to which it relates, or in any portion 
of the profits thereof. 

 
(9) The undersigned further understands that the above declarations are material representations 

to the Town of Stratford made as a condition to the acceptance of the bid/proposal.  If found 
to be false, the Town of Stratford retains the right to reject said bid/proposal and rescind any 
resultant contract and/or purchase order and notify the undersigned accordingly, thereby 
declaring as void said bid/proposal and contract or purchase order. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
          CONTINUTED >>> 
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VENDOR INFORMATION.  (Please print the following) 
 
            
VENDOR NAME 
 
            
ADDRESS 
 
            
TELEPHONE      FAX # 
 
            
E-MAIL      WEB SITE 
 
            
AUTHORIZED SIGNATURE    TITLE 
 
            
 
 

 
(12)  By signing this bid/proposal the bidder/proposer understands and agrees to the       attached 

terms, conditions, and specifications, including Collusion among Bidders/Proposers Employment 
Discrimination by the Contractor Prohibited. 

 
 _________________________________ 
 SIGNATURE  

 
SWORN AND SUBSCRIBED TO BEFORE ME, A NOTARY PUBLIC, IN AND FOR THE 
COUNTY OF ______________________________ AND THE STATE OF 
 
 ______________________________THIS _______________________  
 
     DAY OF _______________________, 2014. 

 
 
 ______________________________ MY COMMISSION EXPIRES_________ 
  NOTARY PUBLIC 
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SUPPLEMENTARY CONDITIONS 

 
The following supplements modify, change, delete from or add to the General Conditions of the 
Contract for Construction, A.I.A. Document A201, 2007 (thereafter referred to as “The General 
Conditions).  Where any Article of the General Conditions is modified or any paragraph, 
subparagraph or clause thereof is modified or deleted by these supplements, the unaltered 
provisions of that article, paragraph, subparagraph or clause shall remain in effect. 

 

Numerical designations herein have the same, or are a sequential developmental of the same 

designations as the General Conditions. 
 
 
 
ARTICLE 1 – GENERAL PROVISIONS 

Add the following Subparagraph 1.1.1.1: 

1. Where discrepancies or conflicts occur: 
 
(a) Addenda shall take precedence over Drawings or Specifications.  
(b) Specifications shall take precedence over Drawings. 
(c) Stated dimensions shall take precedence over dimensions obtained by scaling.  
(d) Large-scale detail drawings shall take precedence over small-scale drawings. 

 

ARTICLE 3 - CONTRACTOR 

 
Add the following Subparagraphs to 3.3: 

 
3.3.4  The Contractor shall verify all measurements at the Project and shall be responsible for 
their accuracy.  No increase in the Contract Sum will be allowed for additional work required 
due to differences between field dimensions and Drawing Documents or stated approximate 
quantities. 

 
3.3.5  The Contractor shall consult with representatives of all Subcontractors to avoid 
interference.  The Contractor shall rearrange any work which may cause interference with 
work of other trade, without increase in contract Sum. 

 
Add the following Subparagraphs to 3.9: 

 
3.9.2  Once assigned, the Project Superintendent may not be changed without the 
approval of the Owner and Architect. 

 
3.9.3  Project Superintendent must attend all Project meetings.   
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Add the following Subparagraph to 3.18: 
 
3.18.3  Unless otherwise stated in the Agreement, each respective Contractor shall, before 
commencing work, secure and pay for such insurance as may be required to comply with the 
indemnification and hold harmless provisions outlined under Articles 3.18.1 and 3.18.2. 

 
Such insurance shall be with such companies as may be satisfactory to the Owner. 
Insurance shall be so written as to prevent cancellation without at least thirty (30) days 
written notice to the Owner, Architect and Contractor. 

 
ARTICLE 7 – CHANGES IN THE WORK 

Add the following Subparagraph to 7.3.6: 

7.3.6.1  The allowance for the overhead and profit combined, included in the total cost to the 
Owner shall be based on the following: 

 

1. For the Contractor, for any work performed by the Contractor’s own 

forces 15 percent of this total direct cost. 

2. For work performed by a Subcontractor, 5 percent (5%) of the amount of the 

Subcontractor’s total direct costs (not including Subcontractor’s 

overhead and profit). 
 

ARTICLE 9 – PAYMENTS AND COMPLETION Add 

the following sentence to 9.3.1: 

The form of application for payment shall be AIA Document G702, “Application and 
Certification for Payment,” supported by AIA Document G703, “Continuation Sheet.” Two 
(2) copies of the Application for Payment shall be submitted and sworn before a Notary 
Public. 

 
Add the following clause to 9.3.1: 

 
Payments to the Contractor shall include five percent (5%) retainage and shall be as 
follows: 

 
1.      Monthly progress payments bringing total payments to ninety-five percent 

(95%) of the contract amount upon final acceptance by the Owner and 
Architect. 

 
2. Payment of five percent (5%) retainage no later than forty five (45) days 

after final payment and upon receipt of warranties, operational and 
maintenance manual and record drawings. 

 
Add the following to Subparagraph to 9.3.3: 
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The Contractor further agrees that the submission of any Application for Payment shall, upon 
receipt of such payment and to the fullest extent permitted by law, be conclusively deemed 
to waive all liens with respect to said work, materials and labor to which the Contractor then 
may be entitled; provided, however, that in no event shall such waiver of lien rights waive 
right to payment for said work, materials and labor. 

 
ARTICLE 11 – INSURANCE AND BONDS  

Add the following clause to 11.1: 

11.1.1.9  Liability Insurance shall include all major divisions of coverage and be on a 

comprehensive basis including: 

1. 

2. Premises Operation (including X, C and U coverage as applicable). 
3. Independent Contractor’s Protective. 

4. Products and Completed Operations. 
5. Personal Injury Liability with Employment Exclusion deleted. 

6. Contractual, including specified provision for Contractors. 
7. Owned, Non-owned and Hired Motor Vehicles. 

8. Broad Form Property Damage including Completed Operations. 
 

11.1.2.1  If the General Liability coverage is provided by a Commercial General Liability Policy on 
a “claims-made” basis, the policy date shall predate the Contract termination date of the policy or 
applicable extended reporting period shall be no earlier than the termination date of coverage 
required to be maintained after final payment certified in accordance with Subparagraph 9.10.2. 

 

11.1.2.1  Refer to Town of Stratford – Insurance Requirements document contained in 

Project Manual for coverage requirements. 

 
1.  Workers’ Compensation 

 
(a) State:  Statutory 
(b) Applicable Federal:  Statutory 
(c) Each accident by bodily injury; $100,000  

(d) Each accident by disease; $100,000  

(e) Employer’s Liability:  $500,000.00 

 
2. Refer to Town of Stratford – Insurance Requirements document contained in 

Project Manual for coverage requirements. 

 
(a) Bodily Injury: 

 
$1,000,000.00 Each Occurrence 
$2,000,000.00 Annual Aggregate 

 
(b) Property Damage: 

 
$1,000,000.00 Each Occurrence 

$2,000,000.00 Annual Aggregate 
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(c) Other Insurance:  Owned, Non-owned and Hired Motor Vehicles: 

 
$1,000,000.00 Single Limit 

(d) Additionally named insured:  

      Town of Stratford 
2725 Main Street 

Stratford, CT 06615 

 
Geddis Architects 
71 Old Post Road – PO Box 1020 

Southport, CT 06890 

 

 Including employees, consultants and agents of the above parties. 
 

3. Contractual Liability 

 
(a)  Bodily Injury: 

 
$1,000,000.00 Each Occurrence 

$2,000,000.00 Annual Aggregate 

 
(b)  Property Damage: 

$1,000,000.00 Each Occurrence 

$2,000,000.00 Annual Aggregate 

 
4. Personal Injury, with Employment Exclusion deleted: 

 
$1,000,000.00 Each Person 
$2,000,000.00 Annual Aggregate 

 
5. Comprehensive Automobile Liability:  

            (a)  Bodily Injury: 

$1,000,000.00 Each Person 

$2,000,000.00 Annual Aggregate 

 
(b)  Property Damage: 

 
$1,000,000.00 Each Occurrence 

 
6. Excess Umbrella Liability: 

 
$2,000,000.00 Annual Aggregate 
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7. The Contractor shall provide adequate Fire and Extended Coverage insurance to 
cover equipment, tools, etc., owned or rented by him, his Subcontractors, the 
capital value of which is not included in the work, and those materials stored on 
the site for which payment by the Owner has not been approved. Such coverage 
shall include an endorsement to the effect that the Underwriter waives their rights 
of subrogation against the Owner. 

 
8. The Contractor agrees to secure and protect himself, and shall secure and 

indemnify the Owner and his representatives or employees from any claim of 
liability, expense, cause of action, loss or damage whatsoever for any injury, 
including death, to any person or property in the performance of 
this Contract; it being the intent of this Agreement to protect and indemnify the 
Owner from any and all loss arising out of or in connection with, the work 
performed under this Contract. 

 

11.1.4 Contractor’s liability insurance must be maintained until final Certificate of Payment 
is issued pursuant to paragraph 9.10.2 and completed Operators Insurance is in effect 

 

11.1.5 Certificates of Insurance must be submitted on AIA Document G715 Certificate of 

Insurance or such other form as acceptable to the owner and Architect. 

 
ARTICLE 13 – MISCELLANEOUS PROVISIONS  

Add the following to Paragraph 13.1.1: 

13.1.1.2  The Contractor and his Subcontractors shall abide by Sections 46a-51, 46a, 
60,61 and 62 of the Connecticut General Statutes “Discriminatory Practices.” 

 
13.1.1.3  The Contractor and all Subcontractors shall comply with all applicable 
requirements of paragraph 814c “Human Rights and Opportunities” of the Connecticut 
General Statutes. 

 

 
ADD THE FOLLOWING ARTICLE 15. 

 

 
ARTICLE 15 – CERTIFIED GUARANTEE AND WARRANTY TO OWNER 

 

 

15.1  The Contractor shall provide a project Guarantee/Warranty on his letterhead in the 

general format shown on the following page. 
 
 
 
 

(CONTRACTOR’S LETTERHEAD) 
 
 
 

NAME AND ADDRESS OF OWNER Date:     
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Gentlemen: 

Re: 
 
 
(Name of Project) 

 

The undersigned guarantees the Owner that he will be responsible for faulty materials, equipment 
and workmanship and that he will remedy all defects due thereto and pay for all damages to other 
work resulting therefrom which shall appear within a period of two (2) years from the date at which 
Substantial Completion of the work is certified by the Architect. 

 
During this period, upon written notice, the undersigned will proceed with due diligence at the 
undersigned’s expense to replace properly all defective materials and equipment and perform all 
labor necessary to correct all defects in the work. 
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In case the undersigned fails upon reasonable notice to remedy such defects, the owner may, in 
addition to and without limitation of any other rights or remedies the Owner may have, furnish such 
materials or labor as are necessary to do so, and the undersigned agrees to reimburse the Owner 
fully and promptly upon demand. 

 
Guarantees from Contractor shall be supported by individual guarantees from each trade or 
subcontractor and manufacturer or supplier covering work performed and material and 
equipment. 

 
All materials, fixtures, appliances, equipment and other items requiring excessive servicing 
during the guarantee period, in the opinion of the Architect, will be considered defective, and 
shall be made good, replaced and/or corrected, to the satisfaction of the Architect and Owner, 
under the terms of this paragraph. 

 
In conjunction with this Contractor’s guarantee and as part of the roof protection plan, a 20-year 
manufacturer’s warranty is attached as a part of this document along with a pre-paid 15-year 
insurance, single service warranty which includes coverage to support the warranty issued by the 
manufacturer and which includes coverage on inflation over the life of the insured warranty. 

 
The furnishing of the above guarantee, and all other special guarantees required by the Contract 

Documents, shall be a condition precedent to payment of retainage. 
 
 
 

(Signature of Contractor) 

 

(Notarized)    
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

END OF SUPPLEMENTARY CONDITIONS 
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INSURANCE PROCEDURE 

 

 

PLEASE NOTE: 

 

THIS PAGE MUST BE RETURNED WITH YOUR BID/PROPOSAL.  FAILURE TO DO SO MAY 

RESULT IN YOUR BID/PROPOSAL BEING REJECTED. 

 

Please take the insurance requirements of the Contract to your agent/broker immediately upon receipt of the 

bid documents to determine your existing coverage and any costs for new or additional coverage required for 

the work noted in this Request for Bid/Proposal.  Any bids/proposals with deficient insurance requirements 

will be rejected. 

 

STATEMENT OF VENDOR: 

 

I have read the insurance requirements for this work and have taken the documentation to my insurance 

agent/broker.  The bid/proposal cost reflects any additional costs relating to insurance requirements for this 

work. 

 

 

 

_____________________________________   _______________________ 

                             Signature                           Date 

 

         

                            Contractor 
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(SAMPLE ENDORSEMENT LETTER) 

 
AGENT/BROKER 

(LETTERHEAD) 

 

(Date) 

 

 

Mr. Michael Bonnar 

Purchasing Agent 

Purchasing Department 

Town of Stratford 

2725 Main Street 

Stratford, CT 06615 

 

Re:   

 

    Town of Stratford Contract #________ 

                                     (Name of Contract) 

 

Dear Mr. Bonnar: 

 

The undersigned hereby certifies as follows: 

 

(1) I am a duly licensed insurance agent under the laws of the State of [insert State] and an authorized 

representative of all companies affording coverage under the Acord form submitted herewith; 

 

(2) The Town of Stratford has been endorsed as an additional insured under the general liability policy 

no. [insert policy number], issued by [insert company affording coverage] to [name of insured]; 

 

(3) The general liability policy referenced in paragraph (2) above meets or exceeds the coverage in 

Commercial General Liability ISO form CG 00 01 10 01, including contractual liability; 

 

(4) The policies listed in the Acord form submitted to the Town of Stratford in connection with the 

above-referenced contract have been issued to the insured in the amounts stated and for the periods 

indicated in the Acord form; and 

 

(5) The Town of Stratford shall be given thirty (30) days prior written notice of cancellation, lapse or 

restrictive amendment (except ten days notice of nonpayment) of the policies listed in the Acord 

form. 

 

Sincerely, 

 

 

Authorized Representative for all companies listed in the Acord form 
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ACORD                               CERTIFICATE OF LIABILITY INSURANCE 

PRODUCER 
 

THIS CERTIFICATE IS ISSUED AS A MATTER OF INFORMATION ONLY AND 

CONFERS NO RIGHTS UPON THE CERTIFICATE HOLDER, THIS CERTIFICATE 

DOES NOT AMEND, EXTEND OR ALTER THE COVERAGE AFFORDED BY THE 

POLICIES BELOW. 

INSUREERS AFFORDING COVERAGE 

INSURED                                                                      CONTRACT                
 

INSURER A:  

INSURER B:  

INSURER C:  

INSURER D: 

INSURER E: 

COVERAGES 

THE POLICIES OF INSURANCE LISTED BELOW HAVE BEEN ISSUED TO THE INSURED NAMED ABOVE FOR THE POLICY PERIOD INDICATED, NOTWITHSTANDING ANY 

REQUIREMENT, TERM OF CONDITION OF ANY CONTRACT OR OTHER DOCUMENT WITH RESPECT TO WHICH THIS CERTIFICATE MAY BE ISSUED OR MAY PERTAIN, 

THE INSURANCE AFFORDED BY THE POLICIES DESCRIBED HEREIN IS SUBJECT TO ALL THE TERMS, EXCLUSIONS AND CONDITIONS OF SUCH POLICIES.  LIMITS 

SHOWN MAY HAVE BEEN REDUCED BY PAID CLAIMS. 

IN
SR 
LT
R 

TYPE OF INSURANCE POLICY NUMBER 
POLICY EFFECTIVE 

DATE(MM/DD/YY) 
POLICY EXPIRATION 

DATE(MM/DD/YY) LIMITS 

 

GENERAL LIABILITY    EACH OCCURENCE 

       COMMERCIAL GENERAL 

LIABILITY 
FIRE DAMAGE (Any one fire) 

� CLAIMS MADE � OCCUR MED EXP (Any one person) 

�______________________________

_________________________ 
PERSONAL & ADV INJURY 

�______________________________

_________________________ 
GENERAL AGGRREGATE 

GENERAL AGGREGATE LIMIT 

APPLIES PER: 
PRODUCTS-COMP/OP AGG 

� POLICY  �PROJECT  � LOC  

 

AUTOMOBILE LIABILITY    COMBINED SINGLE LIMIT 

� ANY AUTO (Ea accident) 

      ALL OWNED AUTOS BODILY INJURY 

� SCHEDULED AUTOS (Per person) 

      HIRED AUTOS BODILY INJURY 

      NON-OWNED AUTOS (Per accident) 

�____________________________ PROPERTY DAMAGE 

� (Per accident) 

 GARAGE LIABILITY    AUTO ONLY-EA ACCIDENT 

� ANY AUTO OTHER THAN  EA ACC 

� AUTO ONLY: AGG 

 EXCESS LIABILITY    EACH OCCURRENCE 

� OCCUR         � CLAIMS MADE AGGREGATE 

  

� DEDUCTIBLE  

� RETENTION     $  

 WORKERS COMPENSATION AND 

EMPLOYERS’ LIABILITY 

    WC 
STATUORY 

LIMITS 

 
 

OTHER 

E.L. EACH ACCIDENT 

 E.L. DISEASE-EA EMPLOYEE 

E.L. DISEASE – POLICY LIMIT 

 Professional Liability     

DESCRIPTION OF OPERATIONS/LOCATIONS/VEHICLES/EXCLUSIONS ADDED BY ENDORSEMENT/SPECIAL PROVISIONS 
Contract #_____________  
 

CERTIFICATE HOLDER  X ADDITIONAL INSURED; INSURER LETTER: __    CANCELLATION 

Certificate Holder:  
Town of Stratford 
2725 Main Street 
Stratford, CT 06615 
&  
The State of Connecticut 
 

SHOULD ANY OF THE ABOVE DESCRIBED POLICIES BE CANCELLED BEFORE 
THE EXPIRATION DATE THEREOF, THE ISSUING COMPANY WILL ENDEAVOR TO 
MAIL  30  DAYS WRITTEN NOTICE TO THE CERTIFICATE HOLDER NAMED TO 
THE LEFT, BUT FAILURE TO DO SO SHALL IMPOSE NO OBLIGATION OR 
LIABILITY OF ANY KIND UPON THE INSURER, ITS AGENTS OF 
REPRESENTATIONS 

AUTHORIZED REPRESETNATIVE 
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A. M. BEST KEY RATING GUIDE FORM 

 

 

 

 

The ________________________________________ is licensed in  

 

The State of Connecticut as per listing in the 2008 edition of the 

 

A.M. Best Key Rating Guide for Property and Casualty, page 

 

Number _____________. 

 

 

Their rating is ______________. 
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TOWN OF STRATFORD – INSURANCE REQUIREMENTS 

 

1. INSURANCE:  The Contractor shall purchase the following types of insurance, and maintain all 
insurance coverage for the life of the contract, from an insurance company or companies with an A.M. 
Best rating of A- (IX) or better.  Such insurance shall protect and indemnify the Town of Stratford from 
all claims which may arise out of or result from the Contractor’s obligations under this Agreement, 
whether caused by the Contractor or by a subcontractor or any person or entity directly or indirectly 
employed by said Contractor or by anyone for whose acts said Contractor may be liable: 
 

A. Commercial General Liability Insurance 

Contractor shall provide a commercial general liability insurance policy that includes products, 
operations and completed operations.  Limits should be at least: Bodily injury & property damage 
with an occurrence limit of $1,000,000; Personal & advertising injury limit of $1,000,000 per 
occurrence; General aggregate limit of $2,000,000 (other than products and completed 
operations); Products and completed operations aggregate limit of $2,000,000. 

• Such coverage will be provided on an occurrence basis and will be primary and shall not 
contribute in any way to any insurance or self insured retention carried by the Town. 

• Such coverage shall contain a broad form contractual liability endorsement or similar 
wording within the policy form. 

• The policy shall name the Town of Stratford as an additional insured as evidenced by 
Insurance Services Forms CG2033 and CG2037 

 
B. Commercial Automobile Insurance 

Contractor shall provide commercial automobile insurance for any owned autos (symbol 1 or 
equivalent) in the amount of $1,000,000 each accident covering bodily injury and property 
damage on a combined single limit basis.  Such coverage shall also include hired and non-owned 
automobile coverage. 
 
C. Workers Compensation 

 Contractor shall provide worker’s compensation and employer’s liability insurance that complies 
with the regulations of the State of Connecticut with employers liability limits no less than 
$100,000 each accident by bodily injury; $100,000 each accident by disease; and a policy limit of 
$500,000. 
 

 
D. Umbrella Liability Insurance  

Contractor shall provide an umbrella liability policy in excess (without restriction or limitation) 
of those limits described in items (A) through (C).  Such policy shall contain limits of liability in 
the amount of $1,000,000 each occurrence and $1,000,000 in the aggregate which may be 
amended if deemed reasonable and customary by the Town of Stratford  at the sole cost and 
expense of the Contractor.  

 
As to the insurance required, the insurer(s) and/or their authorized agents shall provide the Town with 
certificates of insurance prior to commencement of the work, describing the coverage and providing that 
the insurer shall give the Town written notice at least ten (10) days in advance of any termination, 
expiration or changes in coverage. 
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2. INDEMNIFICATION 
In addition, the proposer shall, at all times, save, indemnify and hold harmless the Town of Stratford, its 
officers, agents, employees and servants from liability of any nature or kind, including costs and expenses 
for or on account of, any patented or copyrighted equipment, materials, articles, or processes used in the 
performance of this contract, or on account of any and all claims, damages, losses, litigation expense and 
counsel fees arising out of loss or injuries (including death) sustained by or alleged to have been sustained 
by the public or any persons affected by the proposer 's work, or by the proposer or any subcontractor, or 
anyone directly or indirectly employed by them while engaged in the performance of their duties in 
connection with this contract.  
 
3. INDEPENDENT CONTRACTOR. All activities performed by the Contractor and its agents, 
employees or representatives are, for all purposes under this Agreement, performed as an independent 
contractor and not as an employee of the Town, and neither the Contractor nor its employees shall be 
entitled to any benefits to which employees of the Town are entitled including, but not limited to, 
worker’s compensation, overtime, retirement benefits, health care benefits, vacation pay or sick leave. 
 
 

Additionally named insured:  

Town of Stratford 
2725 Main Street 
Stratford, CT 06615 
 
Geddis Architects 
71 Old Post Road – PO Box 1020 
Southport, CT 06890 
 
 Including employees, consultants and agents of the above parties. 
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COMPLIANCE WITH LOCAL ORDINANCE 

Pursuant to Section 8-1 of Chapter 8 of the Town Code, no changes in the terms, 
conditions or scope of contract that increase the cost of the contract shall be made 
without the approval of the Stratford Town Council except that the Mayor shall have the 
authority to approve a change order provided that the cost does not exceed $5,000 and 
that it is in the best interest of the Town to avoid delay of the approval of the requested 
change. The contractor's attention is directed to the entire Chapter 8 of the code, an 
ordinance regarding change orders. Specifically, the following sections of this ordinance 
shall be made part of this contract. 

8-4 Definitions 

a. Contractor means any individual or entity that performs work either as a 
subcontractor or contractor for the Town. 

8-5       Additional Non-Contracted Work 
Any contractor who does work for the Town of Stratford and needs to perform 
work not included in the contract for proper completion of the project must 
immediately inform the project Architect or the Town Engineer or his/her 
designee in the absence of an architect before work not included in the contract is 
commenced. 

8-7  Liquidated Damages 

All contracts for construction shall include a liquidated damage clause for 
violations of Section 8-1 of the Stratford Town Code in form and content as 
approved by the Town Attorney. 

LIQUIDATED DAMAGES CLAUSE (Re: 8-7 above) 

In the event that any changes of whatever nature whatsoever are made to or upon any 
public work or improvement, including but not limited to, changes in the terms, 
conditions, scope of the contract, or deviations from specifications therein, which are not 
previously approved by the Stratford Town Council or provided in Chapter 8 of the 
Stratford Town Code, the contractor shall be solely responsible for any and all expenses 
thereof and shall indemnify and hold harmless the Town from and against any claim or 
demand arising out of or from such damages. 

INDEMNIFICATION 

The Contractor agrees to indemnify and hold harmless the Town of Stratford from any 
and all claims or demands for damages or injuries to either person or property which arise 
out of the performance of this contract. 
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 SECTION 01330 

 

 SUBMITTALS 

 
 

PART 1.00 - GENERAL 
 
 
1.01 GENERAL REQUIREMENTS 
 

A. Work of this Section, as shown or specified, shall be in accordance with the 
requirements of the Contract Documents. 

 
1.02 WORK INCLUDED 
 

A. Work of this Section includes all labor, materials, equipment, and services 
necessary to complete submittal requirements as specified herein, including, 
but not limited to, the following: 

 
1. Construction schedules. 

 
2. Survey data. 

 
3. Shop drawings and samples. 

 
4. Manuals. 

 
5. Integrated drawings. 

 
1.03 RELATED WORK 
 

A. Substitution requirements - Section 01600. 
 

B. General submittal requirements - General Conditions. 
 

PART 2.00 - PRODUCTS 
 
2.01 CONSTRUCTION SCHEDULES 
 

A. Refer to the Agreement for submission of a progress schedule. 
 

B. Contractor shall submit a Schedule of Submittals within thirty (30) days of  
award of contract. 
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2.02 SHOP DRAWINGS AND SAMPLES 
 

A. General: 
 

1. Samples, shop drawings, manufacturer's literature, and other required 
information shall be submitted in sufficient time to permit proper 
consideration and action on same before any materials and items are 
delivered on the work.  All samples of materials requiring laboratory 
tests shall be submitted to the laboratory for testing in sufficient time 
to obtain test results before such materials are required to be used in 
the work. 

 
2. Shop drawings for each Section of the work shall be numbered 

consecutively, and the numbering system shall be retained throughout 
all revisions.  Each drawing shall have a clear space for the stamps of 
the Contractor, Architect, and one of the Architect's consultants. 

 
3. No work shall be fabricated, manufactured, or installed from shop 

drawings stamped "Revise and Resubmit" or "Rejected", and such 
shop drawings shall be corrected and resubmitted by the Contractor 
until accepted by the Architect.  At least one complete set of "No 
Exceptions Taken" or "Exceptions Taken As Noted" shop drawings 
shall be kept at the site in the Contractor's field office for reference at 
all times.  "Revise and Resubmit" or "Rejected" shop drawings shall 
not be permitted at the site. 

 
4. Submittals marked "No Exceptions Taken": 

 
a. Submittals which require no corrections by the Architect will be 

marked "No Exceptions Taken". 
 

5. Submittals marked "Exception Taken as Noted": 
 

a. Submittals which require only a minor amount of correcting 
shall be marked "Exceptions Taken as Noted".  This mark shall 
mean that checking is complete and all corrections are obvious 
without ambiguity. Fabrication will be allowed on work 
"Exceptions Taken as Noted", provided such action will 
expedite construction and noted corrections are adhered to.  If 
fabrication is not made strictly in accordance with corrections 
noted, the item shall be rejected in the field, and the Contractor 
will be required to replace such work in accordance with 
corrected submittals. 
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6. Submittals marked "Revise and Resubmit" or "Rejected": 
 

a. When submittals are contrary to contract requirements or too 
many corrections are required, they shall be marked "Revise 
and Resubmit" or "Rejected".  No work shall be fabricated 
under this mark.  The Architect shall list his reasons for 
rejection on the submittals or in the transmittal letter 
accompanying their return.  The submittals must be corrected 
and resubmitted for approval. 

 
7. All shop drawings and samples shall be identified as follows: 

 
a. Date of submittal. 

 
b. Title of project. 

 
c. Name of Contractor and date of his approval. 

 
d. Name of subcontractor or supplier and date of submittal to 

Contractor. 
 

e. Number of submission. 
 

f. Any qualification, departure, or deviation from the requirements 
of the Contract. 

 
g. Federal Specification or ASTM number where required. 

 
h. Such additional information as may be required by the 

Specifications for the particular material being furnished. 
 

8. The Architect will review and approve shop drawings and samples for 
approval with reasonable promptness, but only for conformance with 
the design concept of the work and with information contained in the 
Contract Documents. 

 
9. The Contractor shall submit appropriate transmittal forms with every 

submittal of shop drawings, manufacturer's literature, and samples.  
All sepia reproducibles shall be rolled on cardboard tubes for 
resubmittal.  The Contractor shall submit all required shop drawings, 
manufacturer's literature and samples in accordance with the 
following procedures noted herein. 
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10. Unless otherwise specifically directed by the Architect, make all shop 
drawings accurately to a scale sufficiently large to show all pertinent 
features of the item and its method of connection to the work. 

 
11. The Contractor shall submit one copy of each standard referred to in 

the Specifications (ASTM, Fed. Spec., etc.) with the submission of 
each respective shop drawing, sample, or literature. 

 
B. Submission of Shop Drawings: 

 
1. Architectural Work:  Submit one (1) sepia reproducible and two (2) 

black line prints of each shop drawing to the Architect for approval. If 
approved, the Architect will return one (1) sepia stamped "No 
Exceptions Taken" or "Exceptions Taken as Noted", and the 
Contractor shall print the required number of copies.  In the event the 
Architect returns one (1) sepia stamped "Revise and Resubmit" or 
"Rejected", the Contractor shall make indicated changes and resubmit 
one (1) sepia reproducible and two (2) black line prints to the 
Architect. 

 
2. Structural Work and Mechanical Work:  Submit one (1) sepia 

reproducible and two (2) black line prints of each shop drawing to the 
Engineer, with one (1) black line print and copy of the transmittal form 
to the Architect.  If accepted, the Architect shall return one (1) sepia 
stamped "No Exceptions Taken" or "Exceptions Taken as Noted", and 
the Contractor shall print the required number of copies.  In the event 
the Architect returns one (1) sepia stamped "Revise and Resubmit" or 
"Rejected", the Contractor shall make indicated changes and resubmit 
one (1) sepia reproducible and two (2) black line prints to the 
Engineer, with a copy of the transmittal form and one (1) black line 
print to the Architect. 

 
3. Prints:  The Contractor shall provide all prints of shop drawings as 

reasonably required by subcontractors, material suppliers, 
superintendents, inspectors, and others as required for the work, or 
as directed by the Architect.  The Contractor shall pay all costs in 
connection with printing and distribution of shop drawings. 

 
C. Submission of Manufacturer's Literature, Including Catalog, Catalog Cuts, 

Brochures, Charts, Test Data, and Similar Information: 
 

1. Manufacturers literature will receive consideration only when 
accompanied by the transmittal form properly filled out, as the 
Specification Section and paragraph numbers describing such 
materials.  Any deviations from contract requirements shall be stated 
on the above form or attached to it. 
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2. Architectural Work:  Submit six (6) copies of manufacturer's literature 

to the Architect for acceptance.  If accepted, the Architect will return 
four (4) copies stamped "No Exceptions Taken" or "Exceptions Taken 
as Noted".  In the event the Architect returns the literature stamped 
"Revise and Resubmit" or "Rejected", he will return two (2) copies 
only.  The Contractor shall resubmit six (6) copies of correct or 
corrected literature of all submissions stamped "Revise and 
Resubmit" or "Rejected", with one (1) copy of correct or corrected 
literature with copy of the transmittal form to the Architect. 

 
3. Structural Work and Mechanical Work:  Submit six (6) copies of 

manufacturer's literature to the Engineer, with one (1) copy of the 
literature and copy of the transmittal form to the Architect.  If 
accepted, the Architect will return four (4) copies stamped "No 
Exceptions Taken" or "Exceptions Taken as Noted".  In the event the 
Architect stamps the literature "Revise and Resubmit" or "Rejected", 
he will return two (2) copies only.  The Contractor shall resubmit six 
(6) copies of correct or corrected literature to the Engineer for all 
submissions stamped "Revised and Resubmit" or "Rejected", with one 
(1) copy of correct or corrected literature with copy of the transmittal 
form to the Architect. 

 
4. All copies of manufacturer's literature required to be resubmitted 

hereunder shall be original printed material.  Reproductions of printed 
material will not receive consideration. 

 
 

D. Submissions of Samples: 
 

1. All samples shall be submitted in triplicate unless otherwise indicated 
in the Specifications. 

 
2. Samples will receive consideration only when accompanied by the 

transmittal form properly filled out, as indicated, and listing each 
sample, as well as the he listing of any ASTM, Federal or other 
standard references specified or applicable and such additional 
information as may be required by the Specifications for the materials 
being submitted.  Any deviation from the contract requirements shall 
be so stated on the above form or attached to it. 

 
3. The Architect shall have the right to require submission of samples of 

any materials, whether or not specifically indicated in the various 
Sections of the Specifications. 

 
4. Unless otherwise specified, samples of sufficient size to indicate 

general visual effect shall be submitted.  Where samples must show a 
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range of color, texture, finish, graining, or other similar property, the 
Contractor shall submit sets or pairs illustrating the full scope of the 
range. 

5. One (1) sample of each submission will be returned to the Contractor. 
Samples stamped "Revise and Resubmit" or "Rejected" by the 
Architect shall be resubmitted in triplicate by the Contractor. 

 
6. All samples stamped "No Exceptions Taken" or "Exceptions Taken as 

Noted" shall be kept at the site in the Contractor's field office facilities 
for reference at all times.  "Revise and Resubmit" or "Rejected" 
samples shall not be kept at the site. 

 
2.03 MANUALS 
 

A. Where manuals are required to be submitted covering included in this work, 
prepare all such manuals in durable plastic binders approximately 8-1/2 x 11" 
in size and with at least the following: 

 
1. Identification on, or readable through, the front cover stating general 

nature of the manual. 
 

2. Neatly typewritten index near the front of the manual furnishing 
immediate information as to location in the manual of all emergency 
data regarding the installation. 

 
3. Complete instructions regarding operation and maintenance of all 

equipment involved. 
 

4. Complete nomenclature of all replaceable parts, their part numbers, 
current cost, and name and address of nearest vendor of parts. 

 
5. Copy of all guarantees and warranties issued. 

 
6. Copy of the approved shop drawings with all data concerning changes 

made during construction. 
 

B. Where contents of manuals include manufacturer's catalog pages, clearly 
indicate the precise items included in this installation and delete or otherwise 
clearly indicate all manufacturer's data with which this installation is not 
concerned. 

 
C. Number of Copies Required:  Refer to Section 01770 - Contract Closeout. 

 
 
2.04 INTEGRATED DRAWINGS 
 

A. The HVAC subcontractor shall prepare a Drawing or Drawings showing duct 
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work, heating and sprinkler piping.  This Drawing shall include location of 
grilles, registers, etc., and access doors in hung ceilings. Locations shall be 
fixed by elevations and dimensions from column center lines and/or walls. 

 
B. The HVAC subcontractor shall prepare and distribute to the Plumbing and 

Electrical subcontractors, the General Contractor, the Construction Manager, 
and to the Architect a sepia of the above. 

 
C. The HVAC subcontractor shall lay out on his sepia the reflected ceiling plan, 

beam soffit elevations, ceiling heights, roof openings, etc. 
 

D. The Plumbing subcontractor shall lay out on his sepia the piping, valves, 
cleanouts, etc., indicating locations and elevations and shall indicate the 
necessary access doors. 

 
E. The Electrical subcontractor shall indicate on his sepia the fixtures, large 

conduit runs, clearances, pull boxes, junction boxes, sound system 
speakers, etc. 

 
F. The General Contractor shall indicate on his sepia any structural framing, 

ceiling hangers, etc. 
 

G. The General Contractor shall call as many meetings with the subcontractors 
as are necessary to resolve any conflicts that become apparent.  He will call 
on the services of the Consultant Engineer or Architect where necessary.  
Any conflicts which result in a relocation of a finished surface are to be 
brought to the attention of the Architect prior to installation. 

 
H. On resolution of the conflicts, each subcontractor shall enter his own work on 

the HVAC subcontractor's sepia, which shall become the master or 
integrated Drawing.  The master sepia shall be signed by each contributing 
subcontractor to indicate his acceptance of the arrangement of the work. 

 
I. A reproducible copy of the master integrated Drawing will be prepared by the 

HVAC subcontractor.  The Construction Manager will make distribution to the 
contractors and the Architect. 

 
J. Each subcontractor shall prepare his shop Drawings in accordance with the 

integrated Drawings.  No work will be permitted without approved shop 
Drawings.  It is therefore essential that this procedure be instituted as quickly 
as possible. 

 
 
2.05 SURVEY DATA 
 

A. Be responsible for properly laying out the work and for the lines and 
measurements for the work executed under the Contract Documents.  Verify 
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the figures shown on the Drawings before laying out the work. 
 

B. Be responsible for the proper location and level of the work and for 
maintenance of the reference lines and bench marks.  Establish bench 
marks and axis lines at each floor showing partition layout lines and 
dimensional reference points as required for the information and guidance of 
all trades. 

 
C. The mechanical and electrical trades shall be responsible for the layout of 

the duct work, piping, and conduit based on the reference lines and bench 
marks established. 

 
 

PART 3.00 - EXECUTION 
 
3.01 COORDINATION OF SUBMITTALS 
 

A. Prior to submittal for Architect's review, use all means necessary to fully 
coordinate all material, including the following procedures: 

 
1. Determine and verify all field dimensions and conditions, materials, 

catalog numbers and similar data. 
 

2. Coordinate as required with all trades and with public agencies 
involved. 

 
3. Secure all necessary approvals from public agencies and others and 

signify by stamp, or other means, that they have been secured. 
 

4. Clearly indicate all deviations from the Contract Documents. 
 

B. Unless otherwise specifically permitted by the Architect, make all submittals 
in groups containing all associated items; the Architect may reject partial 
submittals as not complying with the provisions of the Contract Documents. 

 
 

 

END OF SECTION 01300
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SECTION 01400  

  

QUALITY REQUIREMENTS 

 
 

PART 1 - GENERAL 

 
 
1.1 RELATED DOCUMENTS 
 

A. Drawings and general provisions of the Contract, and other Division 1 
Specification Sections, apply to this Section. 

 
 
1.2 SUMMARY 
 

A. This Section includes administrative and procedural requirements for quality-
control services. 

 
B. Quality-control services include inspections, tests, and related actions, including 

reports performed by Contractor, by independent agencies, and by governing 
authorities. They do not include contract enforcement activities performed by 
Architect. 

 
C. Inspection and testing services are required to verify compliance with requirements 

specified or indicated.  These services do not relieve Contractor of responsibility 
for compliance with Contract Document requirements. 

 
D. Requirements of this Section relate to customized fabrication and installation 

procedures, not production of standard products. 
 

1. Specific quality-control requirements for individual construction activities are 
specified in the Sections that specify those activities.  Requirements in those 
Sections may also cover production of standard products. 

2. Specified inspections, tests, and related actions do not limit Contractor's 
quality-control procedures that facilitate compliance with Contract Document 
requirements. 

3. Requirements for Contractor to provide quality-control services required by 
Architect, Owner, or authorities having jurisdiction are not limited by 
provisions of this Section. 

 
E. Related Sections:  The following Sections contain requirements that relate to this 

Section: 
 

1. Division 1 Section "Submittals" specifies requirements for development of a 
schedule of required tests and inspections. 
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 1.3 RESPONSIBILITIES 
 

A. Contractor Responsibilities:  Unless otherwise indicated as the responsibility of 
another identified entity, Contractor shall provide inspections, tests, and other 
quality-control services specified elsewhere in the Contract Documents and 
required by authorities having jurisdiction.  Costs for these services are included in 
the Contract Sum. 

 
1. Where individual Sections specifically indicate that certain inspections, tests, 

and other quality-control services are the Contractor's responsibility, the 
Contractor shall employ and pay a qualified independent testing agency to 
perform quality-control services.  Costs for these services are included in the 
Contract Sum. 

  2. Where individual Sections specifically indicate that certain inspections, tests, 
and other quality-control services are the Owner's responsibility, the Owner 
will employ and pay a qualified independent testing agency to perform those 
services. 

 
B. Retesting:  The Contractor is responsible for retesting where results of inspections, 

tests, or other quality-control services prove unsatisfactory and indicate 
noncompliance with Contract Document requirements, regardless of whether the 
original test was Contractor's responsibility. 

 
1. The cost of retesting construction, revised or replaced by the Contractor, is 

the Contractor's responsibility where required tests performed on original 
construction indicated noncompliance with Contract Document requirements. 

 
C. Associated Services:  Cooperate with agencies performing required inspections, 

tests, and similar services, and provide reasonable auxiliary services as requested. 
Notify the agency sufficiently in advance of operations to permit assignment of 
personnel.  Auxiliary services required include, but are not limited to, the following: 

 
1. Provide access to the Work. 
2. Furnish incidental labor and facilities necessary to facilitate inspections and 

tests. 
3. Take adequate quantities of representative samples of materials that require 

testing or assist the agency in taking samples. 
4. Provide facilities for storage and curing of test samples. 
5. Deliver samples to testing laboratories. 
6. Provide the agency with a preliminary design mix proposed for use for 

materials mixes that require control by the testing agency. 
7. Provide security and protection of samples and test equipment at the Project 

Site. 
 

D. Duties of the Testing Agency:  The independent agency engaged to perform 
inspections, sampling, and testing of materials and construction specified in 
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individual Sections shall cooperate with the Architect and the Contractor in 
performance of the agency's duties.  The testing agency shall provide qualified 
personnel to perform required inspections and tests. 

 
1. The agency shall notify the Architect and the Contractor promptly of 

irregularities or deficiencies observed in the Work during performance of its 
services. 

2. The agency is not authorized to release, revoke, alter, or enlarge 
requirements of the Contract Documents or approve or accept any portion of 
the Work. 

3. The agency shall not perform any duties of the Contractor. 
 

E. Coordination:  Coordinate the sequence of activities to accommodate required 
services with a minimum of delay.  Coordinate activities to avoid the necessity of 
removing and replacing construction to accommodate inspections and tests. 

 
1. The Contractor is responsible for scheduling times for inspections, tests, 

taking samples, and similar activities. 
 
 
1.4 SUBMITTALS 
 

A. Unless the Contractor is responsible for this service, the independent testing 
agency shall submit a certified written report, in duplicate, of each inspection, test, 
or similar service to the Architect.  If the Contractor is responsible for the service, 
submit a certified written report, in duplicate, of each inspection, test, or similar 
service through the Contractor. 

 
1. Submit additional copies of each written report directly to the governing 

authority, when the authority so directs. 
  2. Report Data:  Written reports of each inspection, test, or similar service 

include, but are not limited to, the following: 
 

a. Date of issue. 
b. Project title and number. 
c. Name, address, and telephone number of testing agency. 
d. Dates and locations of samples and tests or inspections. 
e. Names of individuals making the inspection or test. 
f. Designation of the Work and test method. 
g. Identification of product and Specification Section. 
h. Complete inspection or test data. 
i. Test results and an interpretation of test results. 
j. Ambient conditions at the time of sample taking and testing. 
k. Comments or professional opinion on whether inspected or tested 

Work complies with Contract Document requirements. 
l. Name and signature of laboratory inspector. 
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m. Recommendations on retesting. 
 
 
1.5 QUALITY ASSURANCE 
 

A. Qualifications for Service Agencies:  Engage inspection and testing service 
agencies, including independent testing laboratories, that are pre-qualified as 
complying with the American Council of Independent Laboratories' 
"Recommended Requirements for Independent Laboratory Qualification" and that 
specialize in the types of inspections and tests to be performed. 

 
1. Each independent inspection and testing agency engaged on the Project 

shall be authorized by authorities having jurisdiction to operate in the state 
where the Project is located. 

 
 

PART 2 - PRODUCTS (Not Applicable) 
 
 

PART 3 - EXECUTION 

 
 
3.1 REPAIR AND PROTECTION 
 

A. General:  Upon completion of inspection, testing, sample taking and similar 
services, repair damaged construction and restore substrates and finishes.  
Comply with Contract Document requirements for Division 1 Section "Cutting and 
Patching." 

 
B. Protect construction exposed by or for quality-control service activities, and protect 

repaired construction. 
 

C. Repair and protection is Contractor's responsibility, regardless of the assignment 
of responsibility for inspection, testing, or similar services. 

 
 

END OF SECTION 01400 
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SECTION 01600 

PRODUCT REQUIREMENTS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, and other Division 1 
Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes the following administrative and procedural requirements:  
selection of products for use in Project; product delivery, storage, and handling; 
manufacturers' standard warranties on products; special warranties; product 
substitutions; and comparable products. 

B. Related Sections include the following: 

1. Division 1 Section "Allowances" for products selected under an allowance. 
2. Division 1 Section "Alternates" for products selected under an alternate. 
3. Division 1 Section "Closeout Procedures" for submitting warranties for 

contract closeout. 
4. Divisions 2 through 16 Sections for specific requirements for warranties on 

products and installations specified to be warranted. 

1.3 DEFINITIONS 

A. Products:  Items purchased for incorporating into the Work, whether purchased 
for Project or taken from previously purchased stock.  The term "product" 
includes the terms "material," "equipment," "system," and terms of similar intent. 

1. Named Products:  Items identified by manufacturer's product name, 
including make or model number or other designation, shown or listed in 
manufacturer's published product literature, that is current as of date of the 
Contract Documents. 

2. New Products:  Items that have not previously been incorporated into 
another project or facility, except that products consisting of recycled-
content materials are allowed, unless explicitly stated otherwise.  Products 
salvaged or recycled from other projects are not considered new products. 

3. Comparable Product:  Product that is demonstrated and approved through 
submittal process, or where indicated as a product substitution, to have 
the indicated qualities related to type, function, dimension, in-service 
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performance, physical properties, appearance, and other characteristics 
that equal or exceed those of specified product. 

B. Substitutions:  Changes in products, materials, equipment, and methods of 
construction from those required by the Contract Documents and proposed by 
Contractor. 

C. Basis-of-Design Product Specification:  Where a specific manufacturer's 
product is named and accompanied by the words "basis of design," including 
make or model number or other designation, to establish the significant qualities 
related to type, function, dimension, in-service performance, physical 
properties, appearance, and other characteristics for purposes of evaluating 
comparable products of other named manufacturers. 

D. Manufacturer's Warranty:  Preprinted written warranty published by individual 
manufacturer for a particular product and specifically endorsed by manufacturer 
to Owner. 

E. Special Warranty:  Written warranty required by or incorporated into the 
Contract Documents, either to extend time limit provided by manufacturer's 
warranty or to provide more rights for Owner. 

1.4 SUBMITTALS 

A. Product List:  Submit a list, in tabular from, showing specified products.  Include 
generic names of products required.  Include manufacturer's name and 
proprietary product names for each product. 

1. Coordinate product list with Contractor's Construction Schedule and the 
Submittals Schedule. 

2. Form:  Tabulate information for each product under the following column 
headings: 

a. Specification Section number and title. 
b. Generic name used in the Contract Documents. 
c. Proprietary name, model number, and similar designations. 
d. Manufacturer's name and address. 
e. Supplier's name and address. 
f. Installer's name and address. 
g. Projected delivery date or time span of delivery period. 
h. Identification of items that require early submittal approval for 

scheduled delivery date. 

3. Completed List:  Within 60 days after date of commencement of the Work, 
submit 3 copies of completed product list.  Include a written explanation 
for omissions of data and for variations from Contract requirements. 
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4. Architect's Action:  Architect will respond in writing to Contractor within 15 
days of receipt of completed product list.  Architect's response will include 
a list of unacceptable product selections and a brief explanation of 
reasons for this action.  Architect's response, or lack of response, does not 
constitute a waiver of requirement that products comply with the Contract 
Documents. 

B. Substitution Requests:  Submit three copies of each request for consideration 
no later than 5 business days prior to bid opening.  Identify product or 
fabrication or installation method to be replaced.  Include Specification Section 
number and title and Drawing numbers and titles. 

1. Substitution Request Form:  Use form provided at end of Section. 
2. Documentation:  Show compliance with requirements for substitutions and 

the following, as applicable: 

a. Statement indicating why specified material or product cannot be 
provided. 

b. Coordination information, including a list of changes or modifications 
needed to other parts of the Work and to construction performed by 
Owner and separate contractors, that will be necessary to 
accommodate proposed substitution. 

c. Detailed comparison of significant qualities of proposed substitution 
with those of the Work specified.  Significant qualities may include 
attributes such as performance, weight, size, durability, visual effect, 
and specific features and requirements indicated. 

d. Product Data, including drawings and descriptions of products and 
fabrication and installation procedures. 

e. Samples, where applicable or requested. 
f. List of similar installations for completed projects with project names 

and addresses and names and addresses of architects and owners. 
g. Material test reports from a qualified testing agency indicating and 

interpreting test results for compliance with requirements indicated. 
h. Research/evaluation reports evidencing compliance with building 

code in effect for Project, from a model code organization acceptable 
to authorities having jurisdiction. 

i. Detailed comparison of Contractor's Construction Schedule using 
proposed substitution with products specified for the Work, including 
effect on the overall Contract Time.  If specified product or method of 
construction cannot be provided within the Contract Time, include 
letter from manufacturer, on manufacturer's letterhead, stating lack of 
availability or delays in delivery. 

j. Cost information, including a proposal of change, if any, in the 
Contract Sum. 

k. Contractor's certification that proposed substitution complies with 
requirements in the Contract Documents and is appropriate for 
applications indicated. 



10/02/2014 

 

 
On-Call Painting Services for        PRODUCT REQUIREMENTS                         01600 - 4 of 10 

the Town of Stratford 

l. Contractor's waiver of rights to additional payment or time that may 
subsequently become necessary because of failure of proposed 
substitution to produce indicated results. 

3. Architect's Action:  If necessary, Architect will request additional 
information or documentation for evaluation within one week of receipt of a 
request for substitution.  Architect will notify Contractor of acceptance or 
rejection of proposed substitution within 15 days of receipt of request, or 7 
days of receipt of additional information or documentation, whichever is 
later. 

a. Form of Acceptance:  Change Order. 
b. Use product specified if Architect cannot make a decision on use of a 

proposed substitution within time allocated. 

C. Basis-of-Design Product Specification Submittal:  Comply with requirements in 
Division 1 Section "Submittal Procedures."  Show compliance with 
requirements. 

1.5 QUALITY ASSURANCE 

A. Compatibility of Options:  If Contractor is given option of selecting between two 
or more products for use on Project, product selected shall be compatible with 
products previously selected, even if previously selected products were also 
options. 

1. Each contractor is responsible for providing products and construction 
methods compatible with products and construction methods of other 
contractors. 

2. If a dispute arises between contractors over concurrently selectable but 
incompatible products, Architect will determine which products shall be 
used. 

1.6 PRODUCT DELIVERY, STORAGE, AND HANDLING 

A. Deliver, store, and handle products using means and methods that will prevent 
damage, deterioration, and loss, including theft.  Comply with manufacturer's 
written instructions. 

1. Schedule delivery to minimize long-term storage at Project site and to 
prevent overcrowding of construction spaces. 

2. Coordinate delivery with installation time to ensure minimum holding time 
for items that are flammable, hazardous, easily damaged, or sensitive to 
deterioration, theft, and other losses. 

3. Deliver products to Project site in an undamaged condition in 
manufacturer's original sealed container or other packaging system, 
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complete with labels and instructions for handling, storing, unpacking, 
protecting, and installing. 

4. Inspect products on delivery to ensure compliance with the Contract 
Documents and to ensure that products are undamaged and properly 
protected. 

5. Store products to allow for inspection and measurement of quantity or 
counting of units. 

6. Store materials in a manner that will not endanger Project structure. 
7. Store products that are subject to damage by the elements, under cover in 

a weathertight enclosure above ground, with ventilation adequate to 
prevent condensation. 

8. Comply with product manufacturer's written instructions for temperature, 
humidity, ventilation, and weather-protection requirements for storage. 

9. Protect stored products from damage. 

B. Storage:  Provide a secure location and enclosure at Project site for storage of 
materials and equipment by Owner's construction forces.  Coordinate location 
with Owner. 

1.7 PRODUCT WARRANTIES 

A. Warranties specified in other Sections shall be in addition to, and run 
concurrent with, other warranties required by the Contract Documents.  
Manufacturer's disclaimers and limitations on product warranties do not relieve 
Contractor of obligations under requirements of the Contract Documents. 

B. Special Warranties:  Prepare a written document that contains appropriate 
terms and identification, ready for execution.  Submit a draft for approval before 
final execution. 

1. Manufacturer's Standard Form:  Modified to include Project-specific 
information and properly executed. 

2. Specified Form:  Forms are included with the Specifications.  Prepare a 
written document using appropriate form properly executed. 

3. Refer to Divisions 2 through 16 Sections for specific content requirements 
and particular requirements for submitting special warranties. 

C. Submittal Time:  Comply with requirements in Division 1 Section "Closeout 
Procedures." 

PART 2 - PRODUCTS 

2.1 PRODUCT OPTIONS 
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A. General Product Requirements:  Provide products that comply with the Contract 
Documents, that are undamaged, and unless otherwise indicated, that are new 
at time of installation. 

1. Provide products complete with accessories, trim, finish, fasteners, and 
other items needed for a complete installation and indicated use and 
effect. 

2. Standard Products:  If available, and unless custom products or 
nonstandard options are specified, provide standard products of types that 
have been produced and used successfully in similar situations on other 
projects. 

3. Owner reserves the right to limit selection to products with warranties not 
in conflict with requirements of the Contract Documents. 

4. Where products are accompanied by the term "as selected," Architect will 
make selection. 

5. Where products are accompanied by the term "match sample," sample to 
be matched is Architect's. 

6. Descriptive, performance, and reference standard requirements in the 
Specifications establish "salient characteristics" of products. 

7. Or Equal:  Where products are specified by name and accompanied by 
the term "or equal" or "or approved equal" or "or approved," comply with 
provisions in "Comparable Products" Article to obtain approval for use of 
an unnamed product. 

B. Product Selection Procedures:  Procedures for product selection include the 
following: 

1. Product:  Where Specification paragraphs or subparagraphs titled 
"Product" name a single product and manufacturer, provide the product 
named. 

a. Substitutions may be considered, unless otherwise indicated. 

2. Manufacturer/Source:  Where Specification paragraphs or subparagraphs 
titled "Manufacturer" or "Source" name single manufacturers or sources, 
provide a product by the manufacturer or from the source named that 
complies with requirements. 

a. Substitutions may be considered, unless otherwise indicated. 

3. Products:  Where Specification paragraphs or subparagraphs titled 
"Products" introduce a list of names of both products and manufacturers, 
provide one of the products listed that complies with requirements. 

a. Substitutions may be considered, unless otherwise indicated. 

4. Manufacturers:  Where Specification paragraphs or subparagraphs titled 
"Manufacturers" introduce a list of manufacturers' names, provide a 



10/02/2014 

 

 
On-Call Painting Services for        PRODUCT REQUIREMENTS                         01600 - 7 of 10 

the Town of Stratford 

product by one of the manufacturers listed that complies with 
requirements. 

a. Substitutions may be considered, unless otherwise indicated. 

5. Available Products:  Where Specification paragraphs or subparagraphs 
titled "Available Products" introduce a list of names of both products and 
manufacturers, provide one of the products listed or another product that 
complies with requirements.  Comply with provisions in "Comparable 
Products" Article to obtain approval for use of an unnamed product. 

6. Available Manufacturers:  Where Specification paragraphs or 
subparagraphs titled "Available Manufacturers" introduce a list of 
manufacturers' names, provide a product by one of the manufacturers 
listed or another manufacturer that complies with requirements.  Comply 
with provisions in "Comparable Products" Article to obtain approval for use 
of an unnamed product. 

7. Product Options:  Where Specification paragraphs titled "Product Options" 
indicate that size, profiles, and dimensional requirements on Drawings are 
based on a specific product or system, provide either the specific product 
or system indicated or a comparable product or system by another 
manufacturer.  Comply with provisions in "Product Substitutions" Article. 

8. Basis-of-Design Products:  Where Specification paragraphs or 
subparagraphs titled "Basis-of-Design Product[s]" are included and also 
introduce or refer to a list of manufacturers' names, provide either the 
specified product or a comparable product by one of the other named 
manufacturers.  Drawings and Specifications indicate sizes, profiles, 
dimensions, and other characteristics that are based on the product 
named.  Comply with provisions in "Comparable Products" Article to 
obtain approval for use of an unnamed product. 

a. Substitutions may be considered, unless otherwise indicated. 

9. Visual Matching Specification:  Where Specifications require matching an 
established Sample, select a product (and manufacturer) that complies 
with requirements and matches Architect's sample.  Architect's decision 
will be final on whether a proposed product matches satisfactorily. 

a. If no product available within specified category matches 
satisfactorily and complies with other specified requirements, comply 
with provisions of the Contract Documents on "substitutions" for 
selection of a matching product. 

10. Visual Selection Specification:  Where Specifications include the phrase 
"as selected from manufacturer's colors, patterns, textures" or a similar 
phrase, select a product (and manufacturer) that complies with other 
specified requirements. 
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a. Standard Range:  Where Specifications include the phrase "standard 
range of colors, patterns, textures" or similar phrase, Architect will 
select color, pattern, or texture from manufacturer's product line that 
does not include premium items. 

b. Full Range:  Where Specifications include the phrase "full range of 
colors, patterns, textures" or similar phrase, Architect will select 
color, pattern, or texture from manufacturer's product line that 
includes both standard and premium items. 

11. Allowances:  Refer to individual Specification Sections and "Allowance" 
provisions in Division 1 for allowances that control product selection and 
for procedures required for processing such selections. 

2.2 PRODUCT SUBSTITUTIONS 

A. Timing:  Architect will consider requests for substitution if received no later than 
5 business days prior to bid opening.  Requests received after that time may be 
considered or rejected at discretion of Architect. 

B. Conditions:  Architect will consider Contractor's request for substitution when 
the following conditions are satisfied.  If the following conditions are not 
satisfied, Architect will return requests without action, except to record 
noncompliance with these requirements: 

1. Requested substitution offers Owner a substantial advantage in cost, time, 
energy conservation, or other considerations, after deducting additional 
responsibilities Owner must assume.  Owner's additional responsibilities 
may include compensation to Architect for redesign and evaluation 
services, increased cost of other construction by Owner, and similar 
considerations. 

2. Requested substitution does not require extensive revisions to the 
Contract Documents. 

3. Requested substitution is consistent with the Contract Documents and will 
produce indicated results. 

4. Substitution request is fully documented and properly submitted. 
5. Requested substitution will not adversely affect Contractor's Construction 

Schedule. 
6. Requested substitution has received necessary approvals of authorities 

having jurisdiction. 
7. Requested substitution is compatible with other portions of the Work. 
8. Requested substitution has been coordinated with other portions of the 

Work. 
9. Requested substitution provides specified warranty. 
10. If requested substitution involves more than one contractor, requested 

substitution has been coordinated with other portions of the Work, is 
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uniform and consistent, is compatible with other products, and is 
acceptable to all contractors involved. 

2.3 COMPARABLE PRODUCTS 

A. Where products or manufacturers are specified by name, submit the following, 
in addition to other required submittals, to obtain approval of an unnamed 
product: 

1. Evidence that the proposed product does not require extensive revisions 
to the Contract Documents, that it is consistent with the Contract 
Documents and will produce the indicated results, and that it is compatible 
with other portions of the Work. 

2. Detailed comparison of significant qualities of proposed product with those 
named in the Specifications.  Significant qualities include attributes such 
as performance, weight, size, durability, visual effect, and specific features 
and requirements indicated. 

3. Evidence that proposed product provides specified warranty. 
4. List of similar installations for completed projects with project names and 

addresses and names and addresses of architects and owners, if 
requested. 

5. Samples, if requested. 

PART 3 - EXECUTION (Not Used) 

END OF SECTION 01600 
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SECTION 09911 EXTERIOR PAINTING 

 

PART  1  GENERAL 

1.1  SECTION INCLUDES 

A. Exterior Primer. 

B. Exterior Paint. 

C. Wall Preparation. 

1.2  RELATED SECTIONS 

A. Section 03300 - Cast-In-Place Concrete: Preparation of concrete wall assemblies to 
receive finishes. 

B. Section 03400 - Precast Concrete: Preparation of precast wall assemblies to receive 
finishes. 

C. Section 04800 - Masonry Assemblies: Preparation of masonry wall assemblies to 
receive finishes. 

D. Section 05500 - Metal Fabrications: Preparation of prefabricated metal to receive 
finishes. 

E. Section 05700 - Ornamental Metal: Preparation of ornamental metal components to 
receive finishes. 

F. Section 06200 - Finish Carpentry: Preparation of wood surfaces to receive finishes. 

G. Section 07460 - Wood Siding: Preparation of wood siding prepared to receive 
finishes. 

H. Section 09200 - Plaster and Gypsum Board: Preparation of interior wall sheathing to 
receive finishes. 

1.3  REFERENCES 

A. Green Promise © 2010 

B.       Green Seal Standard GS-11; May 20, 1993. 

C. MPI (APL) - Master Painters Institute. 

D. SCAQMD 1168 - South Coast Air Quality Management District Rule #1168; October 
3, 2003. 

E. SSPC (PM1) - Steel Structures Painting Manual, Vol. 1, Good Painting Practice; 
Society for Protective Coatings; 1993, Third Edition. 

F. SSPC (PM2) - Steel Structures Painting Manual, Vol. 2, Systems and Specifications; 
Society for Protective Coatings; 1995, Seventh Edition. 

G. 40 CFR 59, Subpart D - National Volatile Organic Compound Emission Standards 
for Architectural Coatings; U.S. Environmental Protection Agency; current edition. 

mailto:info@benjaminmoore.com
mailto:info@benjaminmoore.com
http://www.benjaminmoore.com/
http://www.benjaminmoore.com/
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1.4  DEFINITIONS 

A. Paints are available in a wide range of sheens or glosses, as measured by a gloss 
meter from a 60 degree angle from vertical, as a percentage of the amount of light 
that is reflected.  The following terms are used to describe the gloss of our products. 
1. Flat - Less than 5 units. 
2. Matte - 0 - 10 units. 
3. Eggshell - 10 - 25 units. 
4. Satin - 20 - 35 units. 
5. Semi-Gloss - 35 - 70 units. 
6. Gloss - 70 - 85 units. 

1.5  SUBMITTALS 

A. Submit under provisions of Section 01300. 

B. Coordinate with Section 01305 - Submittals, for submittal procedures and LEED 
Submittal Forms MRc3, MRc4, MRc5. 

C. LEED Certification Product Data: 
1. See Section 01115 - Green Building Requirements, for LEED certification 

submittal forms and certification templates. 
2. Submittals Required: 

a. MRc3 Resource Reuse (LEED Form). 
b. MRc4 Recycled Content (LEED Form). 
c. MRc5 Local and Regional Materials (LEED Form). 
d. EQc4.1 Low Emitting Materials - Adhesives and Solvents (VOC 

Certification Letter). 
e. EQc4.2 Low Emitting Materials - Paint (VOC Certification Letter). 
f. Green Seal Standard GS-11 Certified Product certificates. 

D. Product Data:  Provide a complete list of all products to be used, with the following 
information for each: 
1. Manufacturer's name, product name and/or catalog number, and general 

product category. 
2. Cross-reference to specified paint system(s) that the product is to be used in; 

include description of each system. 

E. Samples:  Submit three paper samples, 5 inches by 7 inches (127mm x 178mm) in 
size, illustrating selected colors for each color and system selected with specified 
coats cascaded. 

F. Manufacturer's Instructions:  Indicate special surface preparation procedures. 

G. Maintenance Data:  Submit data on cleaning, touch-up, and repair of painted and 
coated surfaces. 

1.6  QUALITY ASSURANCE 

A. Manufacturer Qualifications: a single manufacturer with a minimum of ten (10) years 
experience will supply all primary products specified in this section. 

B. Installer Qualifications: All products listed in this section are to be installed by a 
single installer with a minimum of five (5) years demonstrated experience in 
installing products of the same type and scope as specified. 

C. Mock-Up:  Provide a mock-up for evaluation of surface preparation techniques and 
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application workmanship. 
1. Finish areas designated by Architect. 
2. Do not proceed with remaining work until Architect approves workmanship, 

color, and sheen. 
3. Refinish mock-up area as required to produce acceptable work. 

1.7  DELIVERY, STORAGE, AND HANDLING 

A. Store products in manufacturer's unopened packaging until ready for installation. 

B. Store and dispose of solvent-based materials, and materials used with solvent-
based materials, in accordance with requirements of local authorities having 
jurisdiction. 

C. Disposal: 
1. Never pour leftover coating down any sink or drain.  Use up material on the 

job or seal can and store safely for future use. 
2. Do not incinerate closed containers. 
3. For specific disposal or recycle guidelines, contact the local waste 

management agency or district. Recycle whenever possible. 

1.8  PROJECT CONDITIONS 

A. Maintain environmental conditions (temperature, humidity, and ventilation) within 
limits recommended by manufacturer for optimum results.  Do not install products 
under environmental conditions outside manufacturer's absolute limits. 

1.9  WARRANTY 

A. At project closeout, provide to the Owner or owner's representative an executed 
copy of the Manufacturer's standard form outlining the terms and conditions of and 
any exclusions to their Limited Warranty against Manufacturing Defect. 

1.10  EXTRA MATERIALS 

A. At project closeout, supply the Owner or owner's representative one gallon of each 
product for touch-up purposes. 

B. At project closeout, provide the color mixture name and code to the Owner or 
owner's representative for accurate future color matching. 

PART  2  PRODUCTS 

2.1  MANUFACTURERS 

A. Acceptable Manufacturer: Benjamin Moore & Co & Family of Brands., which is 
located at: 101 Paragon Drive, Montvale, NJ 07645; Toll Free Tel: 866-708-9181; 
Tel: 201-573-9600; Web: www.benjaminmoore.com  

 

2.2  MATERIALS - GENERAL 

A. Volatile Organic Compound (VOC) Content: 
1. Provide coatings that comply with the most stringent requirements specified in 

the following: 
a. 40 CFR 59, Subpart D--National Volatile Organic Compound Emission 

Standards for Architectural Coatings. 

http://www.benjaminmoore.com/
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b. Determination of VOC Content:  Testing and calculation in accordance 
with 40 CFR 59, Subpart D (EPA Method 24), exclusive of colorants 
added to a tint base and water added at project site; or other method 
acceptable to authorities having jurisdiction. 

B. Compatibility: Provide materials that are compatible with one another and the 
substrates indicated under conditions of service and application, as demonstrated by 
manufacturer based on testing and field experience. 

2.3  MIXING AND TINTING 

A. Except where specifically noted in this section, all paint shall be ready-mixed and 
pre-tinted.  Agitate all paint prior to and during application to ensure uniform color, 
gloss, and consistency. 

B. Thinner addition shall not exceed manufacturer's printed recommendations.  Do not 
use kerosene or other organic solvents to thin water-based paints. 

C. Where paint is to be sprayed, thin according to manufacturer's current guidelines. 

2.4  EXTERIOR PRIMERS - NEW CONSTRUCTION 

A. Concrete or Stucco: 
1. Alkyd: 

a. One (1) Coat - Fresh Start All Purpose Alkyd Primer #024 (MPI Listed 
Product, Category 45). 

2. Latex: 
a. One (1) Coat - Fresh Start All Purpose 100% Acrylic Primer #023 (MPI 

Listed Product Categories 6, 17, 39 and 137). 
b. One (1) Coat - Moore's Acrylic Masonry Sealer #066. 

B. Concrete Masonry Units: 
1. Latex: 

a. One (1) Coat –Super Kote 5000 Acrylic Block Filler #958-11 
b. One (1) Coat - Moore's Acrylic Masonry Sealer #N066. 

C. Ferrous Metals: 
1. Alkyd: 

a. One (1) Coat - Super Spec® HP Alkyd Metal Primer #P06. 

D. Galvanized Metals: 
1. Latex: 

a. One (1) Coat - Super Spec® HP Acrylic Metal Primer #P04 (MPI Listed 
Product, Category 107 and Category 134). 

E. Aluminum: 
1. Latex: 

a. One (1) Coat - Super Spec® HP Acrylic Metal Primer #P04 (MPI Listed 
Product, Category 107 and Category 134). 

b.        One (1) Coat – Corotech Waterborne Bonding Primer #V175 

F. Wood Surfaces: 
1. Alkyd: 

a. One (1) Coat - Benjamin Moore Fresh Start Fast-Dry Alkyd Primer 
#094. 

b. One (1) Coat - Benjamin Moore Fresh Start MoorWhite Penetrating 
Alkyd Primer #100. 
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G. Water Resistant Soffit Board and Ceiling Board: 
1. Alkyd: 

a.  One (1) Coat - Benjamin Moore Fresh Start Fast-Dry Alkyd Primer 
#094. 

b. One (1) Coat - Benjamin Moore Fresh Start MoorWhite Penetrating 
Alkyd Primer #100. 

 
H. PVC: 
 1. Latex: 
  a. One(1) Coat – Insul-x Stix Waterborne Bonding Primer #SXA-110 
 
I. Engineered Lumber: 
 1. Latex: 100% Acrylic 
  a. One (1) Coat – Fresh Start 100% Acrylic Primer #023 
 
 

 

2.5  EXTERIOR PRIMERS - PREVIOUSLY PAINTED SURFACES 

A. Concrete, Masonry, Stucco: 
1. Alkyd: 

a. One (1) Coat - Fresh Start All Purpose Alkyd Primer # 024 (MPI Listed 
Product, Category 45). 

2. Latex: 
a. One (1) Coat - Fresh Start All Purpose 100 Percent Acrylic Primer # 

023 (MPI Listed Product Categories 6, 17, 39 and 137).    
b.  One (1) Coat - Moore's Acrylic Masonry Sealer #066.   

 
B. Wood Surfaces:   
 1. Alkyd: 

a. Spot Prime - Benjamin Moore Fresh Start Fast-Dry Alkyd Primer #094. 
b. Spot Prime - Benjamin Moore Fresh Start MoorWhite Penetrating Alkyd 

Primer #100. 

 C. Ferrous Metals: 
1. Alkyd: 

a. Spot Prime - Super Spec® HP Alkyd Metal Primer #P06. 

D. Galvanized Metals: 
2. Latex: 

a. Spot Prime - Super Spec® HP Acrylic Metal Primer #P04 (MPI Listed 
Product, Category 107 and Category 134). 

 
 
 

1.2  EXTERIOR FINISH COATS 

A. Flat Finish: 
1. Latex: 

a. Two (2) Coats - Aura® Waterborne Exterior Flat Finish #629. (MPI 
Listed Product, Category 10) 

b.  Two (2) Coats - Regal® Select High Build Exterior Flat Finish #N400 
c.        One (1) Coat – Arborcoat Semi Solid Exterior Stain #639 
d.       Two (2) Coats – Arborcoat Solid Body Deck & Siding Stain #640 
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B. Low Luster Finish: 
1. Latex: 

a. Two (2) Coats - Aura® Waterborne Exterior Low Lustre Finish #634 
(MPI Listed Product, Category 15). 

b.  Two (2) Coats – Regal® Select High Build Exterior Low Lustre Finish 
#N401 

c.        Two (2)  - Latex Porch & Floor Low Luster Enamel #122 

C. Satin Finish: 
1. Latex: 

a. Two (1) (2) Coats - Aura ® Exterior Satin #631. 

D. Soft/Medium Gloss Finish: 
1. Latex: 

a. Two (2) Coats - Regal® Select Premium Exterior Soft Gloss Finish 
#N402 (MPI Listed Product, Category 11). 

E. Semi-Gloss Finish: 
1. Alkyd: 

a. Two (2) Coats - Super Spec® HP D.T.M.  Alkyd Semi-Gloss #P24 (MPI 
Listed Product, Category 81). 

2. Latex: 
a. Two (2) Coats - Super Spec® D.T.M. Acrylic Semi - Gloss #P29 (MPI 

Listed Product, Category 141). 

F. High Gloss Finish: 
1. Alkyd: 

a. Two (2) Coats – Advance Waterborne Interior/Exterior Alkyd High 
Gloss #N794 (MPI Listed Product, Categories 157, 157 X-Green). 

b. Two (2) Coats - Super Spec® HP D.T.M. Alkyd Gloss Enamel #P26. 
c. Two (2) Coats - Super Spec® Urethane Alkyd Gloss Enamel #P22 

(MPI Listed Product, Category 9 and Category 48). 
2. Latex: 

a. Two (2) Coats - Super Spec® HP Acrylic Gloss Enamel #P28 (MPI 
Listed Product, Category 114). 

 

PART  2  EXECUTION 

2.1  EXAMINATION 

A. Do not begin installation until substrates have been properly prepared. 

B. Ensure that surfaces to receive paint are dry immediately prior to application. 

C. Ensure that moisture-retaining substrates to receive paint have moisture content 
within tolerances allowed by coating manufacturer.  Where exceeding the following 
values, promptly notify Architect and obtain direction before beginning work. 
1. Concrete and Masonry: 13 percent. Allow new concrete to cure a minimum of 

28 days. 
2. Exterior Wood: 17 percent. 
3. Interior Wood: 15 percent. 
4. Interior Finish Detail Woodwork, Including Trim, and Casework: 10 percent. 
5. Plaster and Gypsum: 15 percent. 
6. Concrete Slab-On-Grade: Perform calcium chloride test over 24 hour period 
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or other acceptable test to manufacturer.  Verify acceptable moisture 
transmission and pH levels. 

D. Examine surfaces to receive coatings for surface imperfections and contaminants 
that could impair performance or appearance of coatings, including but not limited 
to, loose primer, rust, scale, oil, grease, mildew, algae, or fungus, stains or marks, 
cracks, indentations, or abrasions. 

E. Correct conditions that could impair performance or appearance of coatings in 
accordance with specified surface preparation procedures before proceeding with 
coating application. 

2.2  PREPARATION - GENERAL 

A. Clean surfaces thoroughly prior to coating application. 

B. Do not start work until surfaces to be finished are in proper condition to produce 
finished surfaces of uniform, satisfactory appearance. 

C. Stains and Marks: Remove completely, if possible, using materials and methods 
recommended by coating manufacturer; cover stains and marks which cannot be 
completely removed with isolating primer or sealer recommended by coating 
manufacturer to prevent bleed-through. 

D. Remove Mildew, Algae, and Fungus using materials and methods recommended by 
coating manufacturer. 

E. Remove dust and loose particulate matter from surfaces to receive coatings 
immediately prior to coating application. 

F. Remove or protect adjacent hardware, electrical equipment plates, mechanical 
grilles and louvers, lighting fixture trim, and other items not indicated to receive 
coatings. 

G. Move or protect equipment and fixtures adjacent to surfaces indicated to receive 
coatings to allow application of coatings. 

H. Protect adjacent surfaces not indicated to receive coatings. 

I. Prepare surfaces in accordance with manufacturer's instructions for specified 
coatings and indicated materials, using only methods and materials recommended 
by coating manufacturer. 

2.3  SURFACE PREPARATION 

A. Concrete and Concrete Masonry: Clean surfaces free of loose particles, sand, 
efflorescence, laitance, form oil, curing compounds, and other substances which 
could impair coating performance or appearance. 

B. Concrete Floors: Remove contaminants which could impair coating performance or 
appearance.  Verify moisture transmission and alkaline-acid balance recommended 
by coating manufacturer; mechanically abrade surface to achieve 80-100 grit 
medium-sandpaper texture. 

C. Existing Coatings: 
1. Remove surface irregularities by scraping or sanding to produce uniform 

substrate for coating application; apply one coat primer of type recommended 
by coating manufacturer for maximum coating adhesion. 
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2. If presence of lead in existing coatings is suspected, cease surface 
preparation and notify Architect immediately. 

D. Gypsum Board: Repair cracks, holes and other surface defects with joint compound 
to produce surface flush with adjacent surfaces. 

E. Masonry Surfaces - Restored: Remove loose particles, sand, efflorescence, 
laitance, cleaning compounds and other substances that could impair coating 
performance or appearance. 

F. Metals - Aluminum, Mill-Finish: Clean and etch surfaces with a phosphoric acid-
water solution or water based industrial cleaner.  Flush with clean water and allow to 
dry, before applying primer coat. 

G. Metals - Copper: Clean surfaces with pressurized steam, pressurized water, or 
solvent washing. 

H. Metals - Ferrous, Unprimed: Remove rust or scale, if present, by wire brush 
cleaning, power tool cleaning, or sandblast cleaning; remove grease, oil, and other 
contaminants which could impair coating performance or appearance by solvent 
cleaning, with phosphoric-acid solution cleaning of welds, bolts and nuts; spot-prime 
repaired welds with specified primer. 

I. Metals - Ferrous, Shop-Primed: Remove loose primer and rust, if present, by 
scraping and sanding, feathering edges of cleaned areas to produce uniform flat 
surface; solvent-clean surfaces and spot-prime bare metal with specified primer, 
feathering edges to produce uniform flat surface. 

J. Metals - Galvanized Steel (not passivated): Clean with a water-based industrial 
strength cleaner, apply an adhesion promoter followed by a clean water rinse.  
Alternately, wipe down surfaces using clean, lint-free cloths saturated with xylene or 
lacquer thinner; followed by wiping the surface dry using clean, lint-free cloths. 

K. Metals - Galvanized Steel, Passivated: Clean with water-based industrial strength 
cleaner.  After the surface has been prepared, apply recommended primer to a small 
area.  Allow primer to cure for 7 days, and test adhesion using the "cross-hatch 
adhesion tape test" method in accordance with ASTM D 3359.  If the adhesion of the 
primer is positive, proceed with a recommended coating system for galvanized 
metal. 

L. Metals - Stainless Steel: Clean surfaces with pressurized steam, pressurized water, 
or water-based industrial cleaner. 

M. Plaster: Repair cracks, holes and other surface defects as required to maintain 
proper surface adhesion.  Apply patching plaster or Joint compound and sand to 
produce surface flush with adjacent undamaged surface. Allow a full cure prior to 
coating application as recommended by the patching compound manufacturer's 
recommendations. 

N. Polyvinyl Chloride (PVC) Pipe: remove contaminants and markings with denatured 
alcohol scuff sand and wipe with solvent for maximum adhesion.  Test adhesion 
before starting the job. 

O. Fiberglass Doors - remove contaminants with cleaning solvent (alcohol) scuff sand 
and wipe.  Test adhesion of primer before starting job. 

P. Textiles - Insulated Coverings, Canvas or Cotton: Clean using high-pressure air and 
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solvent of type recommended for material. 

Q. Wood: 
1. Seal knots, pitch streaks, and sap areas with sealer recommended by coating 

manufacturer; fill nail recesses and cracks with filler recommended by coating 
manufacturer; sand surfaces smooth. 

2. Apply primer coat to back of wood trim and paneling. 

R. Wood Doors: Seal door tops and bottoms prior to finishing. 

S. Wood Doors - Field-Glazed Frames and Sash: Prime or seal glazing channels prior 
to glazing. 

2.4  APPLICATION - GENERAL 

A. Apply each coat to uniform coating thickness in accordance with manufacturer's 
instructions, not exceeding manufacturer's specified maximum spread rate for 
indicated surface; thins, brush marks, roller marks, orange-peel, or other application 
imperfections are not permitted. 

B. Allow manufacturer's specified drying time, and ensure correct coating adhesion, for 
each coat before applying next coat. 

C. Inspect each coat before applying next coat; touch-up surface imperfections with 
coating material, feathering, and sanding if required; touch-up areas to achieve flat, 
uniform surface without surface defects visible from 5 feet (1.5 m). 

D. Remove dust and other foreign materials from substrate immediately prior to 
applying each coat. 

E. Where paint application abuts other materials or other coating color, terminate 
coating with a clean sharp termination line without coating overlap. 

F. Where color changes occur between adjoining spaces, through framed openings 
that are of same color as adjoining surfaces, change color at outside stop corner 
nearest to face of closed door. 

G. Re-prepare and re-coat unsatisfactory finishes; refinish entire area to corners or 
other natural terminations. 

2.5  CLEANING 

A. Clean excess coating materials, and coating materials deposited on surfaces not 
indicated to receive coatings, as construction activities of this section progress; do 
not allow to dry. 

B. Re-install hardware, electrical equipment plates, mechanical grilles and louvers, 
lighting fixture trim, and other items that have been removed to protect from contact 
with coatings. 

C. Reconnect equipment adjacent to surfaces indicated to receive coatings. 

D. Relocate to original position equipment and fixtures that have been moved to allow 
application of coatings. 

E. Remove protective materials. 

2.6  PROTECTION 
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A. Protect completed coating applications from damage by subsequent construction 
activities. 

B. Repair to Architect's acceptance coatings damaged by subsequent construction 
activities. Where repairs cannot be made to Architect's acceptance, re-apply finish 
coating to nearest adjacent change of surface plane, in both horizontal and vertical 
directions. 

 
 
 

END OF SECTION 09911 
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EXTERIOR RE-PAINT SCHEDULE 

 
 

Site Visits required per building to determine actual surface preparation & final product 
specifications 

Contact:  Tony Jacabacci 
Tony.jacabacci@benjaminmoore.com 

Cell:  203-308-6021 
 
 
Wood: New (Siding/ Trim/ Railings)  
 Primer:  1 coat Moorwhite Alkyd Primer #100 
 Finish:   2 coats Regal Select Ext. High Build (sheen TBD) 
 
Wood: Previously Coated (Siding/ Trim/ Railings)  

Primer:  Spot Prime bare wood Moorwhite Primer #100 
 Finish:   2 coats Regal Select Ext. High Build (sheen TBD) 
 
Wood: New/Previously Coated (Walking Surface-deck/Patio) 
 Primer:  TBD based on wood type & Condition of Surface 
 Finish:  2 coats Latex Floor &Patio Low Luster #122  
 
Masonry/Stucco –New 
 Primer:  1 coat Acrylic Masonry Sealer #066 
 Finish:   2 coats Regal Select Ext. High Build (Sheen TBD) 
 
Masonry/ Stucco – Previously Coated 
 Primer:  1 coat Fresh Start 100% Acrylic Primer #N023 
 Finish:   2 coats Regal Select Ext. High Build (Sheen TBD) 
 
PVC – New 
 Primer:  1 coat Insl-x Stix Waterborne Bonding Primer #SXA-110 
 Finish:   2 coats Regal Select Ext. High Build (Sheen TBD) 
  (Vinyl Safe Colors Only unless manufacturer states differently) 
 
PVC – Previously Coated 
 Primer:  1 coat Fresh Start 100% Acrylic Primer #N023 
 Finish:  2 coats Regal Select Ext. High Build (Sheen TBD) 
  (Vinyl Safe Colors Only unless manufacturer states differently) 
 
Engineered Lumber: New or Previously Coated 
 Primer:  1 coat Fresh Start 100% Acrylic Primer #023 
 Finish:  2 coats Regal Select Ext. High Build ( Sheen TBD) 
  (Vinyl Safe Colors Only unless manufacturer states differently) 
 
Ferrous Metal:  New  
 Primer:  1 coat Super Spec HP Alkyd Metal Primer #P06 
 Finish:   2 coats Super Spec HP Alkyd DTM (Sheen TBD) 
 
Ferrous Metal:  Previously Coated 
 Primer:  Spot Prime Super Spec HP Alkyd Metal Primer #P06 
 Finish:   2 coats Super Spec HP Alkyd DTM (Sheen TBD) 
 
 
 

mailto:Tony.jacabacci@benjaminmoore.com


10/02/2014 
 

 
On-Call Painting Services for                   EXTERIOR PAINTING                                09911 - 12 
the Town of Stratford 

Galvanized Metal: New 
 Primer:  1 coat Super Spec HP Acrylic Metal Primer #P04 
 Finish:   2 coats Super Spec HP Acrylic DTM (Sheen TBD) 
 
Galvanized Metal: Previously Coated 
 Primer:  Spot Prime Super Spec HP Acrylic Metal Primer #P04 
 Finish:   2 coats Super Spec HP Acrylic DTM  (Sheen TBD) 
 
Aluminum: New 
 Primer:  1 coat Corotech Waterborne Bonding Primer #V175 
 Finish:   2 coats Super Spec HP Acrylic DTM ( Sheen TBD) 
  
 
 
 
 
 
  
:  
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SECTION 09912 - INTERIOR PAINTING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes surface preparation and the application of paint systems on the following 
interior substrates: 

1. Concrete masonry units (CMU). 
2. Steel. 
3. Gypsum board. 

B. Related Requirements: 
1. Section 09931 "Transparent Finishes" for surface preparation and the application of 

transparent finishes on interior wood substrates. 

1.3 DEFINITIONS 

A. Gloss Level 1:  Not more than 5 units at 60 degrees and 10 units at 85 degrees, according to 
ASTM D 523. 

B. Gloss Level 2:  Not more than 10 units at 60 degrees and 10 to 35 units at 85 degrees, 
according to ASTM D 523. 

C. Gloss Level 3:  10 to 25 units at 60 degrees and 10 to 35 units at 85 degrees, according to 
ASTM D 523. 

D. Gloss Level 4:  20 to 35 units at 60 degrees and not less than 35 units at 85 degrees, according 
to ASTM D 523. 

E. Gloss Level 5:  35 to 70 units at 60 degrees, according to ASTM D 523. 

F. Gloss Level 6:  70 to 85 units at 60 degrees, according to ASTM D 523. 

G. Gloss Level 7:  More than 85 units at 60 degrees, according to ASTM D 523. 

1.4 ACTION SUBMITTALS 

A. Product Data:  For each type of product.  Include preparation requirements and application 
instructions. 
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1.5 DELIVERY, STORAGE, AND HANDLING 

A. Store materials not in use in tightly covered containers in well-ventilated areas with ambient 
temperatures continuously maintained at not less than 45 deg F (7 deg C). 

1. Maintain containers in clean condition, free of foreign materials and residue. 
2. Remove rags and waste from storage areas daily. 

1.6 FIELD CONDITIONS 

A. Apply paints only when temperature of surfaces to be painted and ambient air temperatures are 
between 50 and 95 deg F (10 and 35 deg C). 

B. Do not apply paints when relative humidity exceeds 85 percent; at temperatures less than 5 
deg F (3 deg C) above the dew point; or to damp or wet surfaces. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Manufacturers:  Subject to compliance with requirements, provide products by the following: 

1. Benjamin Moore & Co. 

B. Products:  Subject to compliance with requirements, provide product listed in other Part 2 
articles for the paint category indicated. 

2.2 PAINT, GENERAL 

A. MPI Standards:  Provide products that comply with MPI standards indicated and that are listed 
in its "MPI Approved Products List." 

B. Material Compatibility: 

1. Provide materials for use within each paint system that are compatible with one another 
and substrates indicated, under conditions of service and application as demonstrated by 
manufacturer, based on testing and field experience.  Contractor shall verify existing 
substrates prior to installation and verify compatibility of proposed new finishes. 

2. For each coat in a paint system, provide products recommended in writing by 
manufacturers of topcoat for use in paint system and on substrate indicated. 

C. Colors:  As selected by Architect from manufacturer's full range. 

2.3 PRIMERS/SEALERS 

A. Primer Sealer, Interior, Institutional Low Odor/VOC:  MPI #149. 
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1. Benjamin Moore, Ultra Spec 500 Interior Latex Primer (N534) 
 
 

2.4 WATER-BASED PAINTS 

A. Latex, Interior, Institutional Low Odor/VOC, Flat (Gloss Level 1):  MPI #143. 

1. Benjamin Moore, Ultra Spec 500 Interior Flat Finish (N536). 

B. Latex, Interior, Institutional Low Odor/VOC, (Gloss Level 2):  MPI #144. 

1. Benjamin Moore, Ultra Spec 500 Interior Low Sheen (N537) 

C. Latex, Interior, Institutional Low Odor/VOC, (Gloss Level 3):  MPI #145. 

1. Benjamin Moore, Ultra Spec 500 Interior Eggshell Finish (N538) 

D. Latex, Interior, Institutional Low Odor/VOC, Semi-Gloss (Gloss Level 5):  MPI #147. 

1. Benjamin Moore, Ultra Spec 500 Interior Gloss Finish (N540). 

2.5 SOURCE QUALITY CONTROL 

A. Testing of Paint Materials:  Owner reserves the right to invoke the following procedure: 

1. Owner will engage the services of a qualified testing agency to sample paint materials.  
Contractor will be notified in advance and may be present when samples are taken.  If 
paint materials have already been delivered to Project site, samples may be taken at 
Project site.  Samples will be identified, sealed, and certified by testing agency. 

2. Testing agency will perform tests for compliance with product requirements. 
3. Owner may direct Contractor to stop applying coatings if test results show materials 

being used do not comply with product requirements.  Contractor shall remove 
noncomplying paint materials from Project site, pay for testing, and repaint surfaces 
painted with rejected materials.  Contractor will be required to remove rejected materials 
from previously painted surfaces if, on repainting with complying materials, the two paints 
are incompatible. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates and conditions, with Applicator present, for compliance with requirements 
for maximum moisture content and other conditions affecting performance of the Work. 

B. Maximum Moisture Content of Substrates:  When measured with an electronic moisture meter 
as follows: 

1. Concrete:  12 percent. 
2. Masonry (Clay and CMU):  12 percent. 
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3. Wood:  15 percent. 
4. Gypsum Board:  12 percent. 
5. Plaster:  12 percent. 

C. Gypsum Board Substrates:  Patch all existing wall board surfaces and fill all holes with gypsum-
based joint compound and sand smooth prior to painting. 

D. Verify suitability of substrates, including surface conditions and compatibility with existing 
finishes and primers. 

E. Proceed with coating application only after unsatisfactory conditions have been corrected. 

1. Application of coating indicates acceptance of surfaces and conditions. 

3.2 PREPARATION 

A. Comply with manufacturer's written instructions and recommendations in "MPI Manual" 
applicable to substrates indicated. 

B. Remove hardware, covers, plates, and similar items already in place that are removable and 
are not to be painted.  If removal is impractical or impossible because of size or weight of item, 
provide surface-applied protection before surface preparation and painting. 

1. After completing painting operations, use workers skilled in the trades involved to reinstall 
items that were removed.  Remove surface-applied protection if any. 

C. Clean substrates of substances that could impair bond of paints, including dust, dirt, oil, grease, 
and incompatible paints and encapsulants. 

1. Remove incompatible primers and reprime substrate with compatible primers or apply tie 
coat as required to produce paint systems indicated. 

D. Masonry Substrates:  Remove efflorescence and chalk.  Do not paint surfaces if moisture 
content or alkalinity of surfaces or mortar joints exceed that permitted in manufacturer's written 
instructions. 

E. Steel Substrates:  Remove rust, loose mill scale, and shop primer, if any.  Clean using methods 
recommended in writing by paint manufacturer[.] [ but not less than the following:] 

1. SSPC-SP 2, "Hand Tool Cleaning." 
2. SSPC-SP 3, "Power Tool Cleaning." 
3. SSPC-SP 7/NACE No. 4, "Brush-off Blast Cleaning." 
4. SSPC-SP 11, "Power Tool Cleaning to Bare Metal." 

F. Shop-Primed Steel Substrates:  Clean field welds, bolted connections, and abraded areas of 
shop paint, and paint exposed areas with the same material as used for shop priming to comply 
with SSPC-PA 1 for touching up shop-primed surfaces. 

3.3 APPLICATION 

A. Apply paints according to manufacturer's written instructions and to recommendations in "MPI 
Manual." 
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1. Use applicators and techniques suited for paint and substrate indicated. 
2. Paint surfaces behind movable equipment and furniture same as similar exposed 

surfaces.  Before final installation, paint surfaces behind permanently fixed equipment or 
furniture with prime coat only. 

3. Paint front and backsides of access panels, removable or hinged covers, and similar 
hinged items to match exposed surfaces. 

4. Do not paint over labels of independent testing agencies or equipment name, 
identification, performance rating, or nomenclature plates. 

5. Primers specified in painting schedules may be omitted on items that are factory primed 
or factory finished if acceptable to topcoat manufacturers. 

B. Tint each undercoat a lighter shade to facilitate identification of each coat if multiple coats of 
same material are to be applied.  Tint undercoats to match color of topcoat, but provide 
sufficient difference in shade of undercoats to distinguish each separate coat. 

C. If undercoats or other conditions show through topcoat, apply additional coats until cured film 
has a uniform paint finish, color, and appearance. 

D. Apply paints to produce surface films without cloudiness, spotting, holidays, laps, brush marks, 
roller tracking, runs, sags, ropiness, or other surface imperfections.  Cut in sharp lines and color 
breaks. 

E. Painting Fire Suppression, Plumbing, HVAC, Electrical, Communication, and Electronic Safety 
and Security Work: 

1. Paint the following work where exposed in equipment rooms: 

a. Equipment, including panelboards. 

2. Paint the following work where exposed in occupied spaces: 

a. Other items as directed by Architect. 

3. Paint portions of internal surfaces of metal ducts, without liner, behind air inlets and 
outlets that are visible from occupied spaces. 

3.4 FIELD QUALITY CONTROL 

A. Dry Film Thickness Testing:  Owner may engage the services of a qualified testing and 
inspecting agency to inspect and test paint for dry film thickness. 

1. Contractor shall touch up and restore painted surfaces damaged by testing. 
2. If test results show that dry film thickness of applied paint does not comply with paint 

manufacturer's written recommendations, Contractor shall pay for testing and apply 
additional coats as needed to provide dry film thickness that complies with paint 
manufacturer's written recommendations. 

3.5 CLEANING AND PROTECTION 

A. At end of each workday, remove rubbish, empty cans, rags, and other discarded materials from 
Project site. 
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B. After completing paint application, clean spattered surfaces.  Remove spattered paints by 
washing, scraping, or other methods.  Do not scratch or damage adjacent finished surfaces. 

C. Protect work of other trades against damage from paint application.  Correct damage to work of 
other trades by cleaning, repairing, replacing, and refinishing, as approved by Architect, and 
leave in an undamaged condition. 

D. At completion of construction activities of other trades, touch up and restore damaged or 
defaced painted surfaces. 

3.6 INTERIOR PAINTING SCHEDULE 

A. CMU Substrates: 

1. Institutional Low-Odor/VOC Latex System: 
a. Primer:  1 coat BM Ultra Spec 500 Int. Latex Primer (N534) 
b. Finish:   2 coats BM Ultra Spec 500 Interior Latex Eggshell (N538) 

B. Steel Substrates: 

1. Institutional Low-Odor/VOC Latex System: 
a. Primer:  Rust-Oleum, Clean Metal Primer. 
b. Intermediate Coat:  Latex, interior, institutional low odor/VOC, matching topcoat. 
c. Topcoat:  Latex, interior, institutional low odor/VOC, (Semi-Gloss). 

C. Gypsum Board / Plaster Substrates: 

1. Institutional Low-Odor/VOC Latex System: 

a.  Primer: 1 Coat Ultra Spec 500 Interior Latex Primer (N534)                                        
b.  Finish:  2 Coats Ultra Spec 500 Interior Latex Eggshell (N538) 

 

END OF SECTION 09912 
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SECTION 09931 - WOOD STAINS AND TRANSPARENT FINISHES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes surface preparation and application of wood finishes on the following 
substrates: 

1. Interior Substrates: 

a. Solid wood, and wood veneer doors 

B. Related Requirements: 
1. Section 09912 "Interior Painting." 

1.3 DEFINITIONS 

A. Gloss Level 1:  Not more than 5 units at 60 degrees and 10 units at 85 degrees, according to 
ASTM D 523. 

B. Gloss Level 4:  20 to 35 units at 60 degrees and not less than 35 units at 85 degrees, according 
to ASTM D 523. 

C. Gloss Level 5:  35 to 70 units at 60 degrees, according to ASTM D 523. 

D. Gloss Level 6:  70 to 85 units at 60 degrees, according to ASTM D 523. 

E. Gloss Level 7:  More than 85 units at 60 degrees, according to ASTM D 523. 

1.4 ACTION SUBMITTALS 

A. Product Data:  For each type of product indicated.  Include preparation requirements and 
application instructions. 

1.5 QUALITY ASSURANCE 

A. Mockups:  Contractor shall sand, prep, and finish one wood door for Architect and owner 
approval prior to proceeding with additional doors.  That door will serve as a quality standard for 
subsequent doors to be finished. 
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1.6 DELIVERY, STORAGE, AND HANDLING 

A. Store materials not in use in tightly covered containers in well-ventilated areas with ambient 
temperatures continuously maintained at not less than 45 deg F (7 deg C). 

1. Maintain containers in clean condition, free of foreign materials and residue. 
2. Remove rags and waste from storage areas daily. 

1.7 FIELD CONDITIONS 

A. Apply finishes only when temperature of surfaces to be finished and ambient air temperatures 
are between 50 and 95 deg F (10 and 35 deg C). 

B. Do not apply finishes when relative humidity exceeds 85 percent; at temperatures less than 5 
deg F (3 deg C) above the dew point; or to damp or wet surfaces. 

C. Do not apply exterior finishes in snow, rain, fog, or mist. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Manufacturers:  Subject to compliance with requirements, provide products by the following: 

1. Minwax 

B. Products:  Subject to compliance with requirements. 

2.2 MATERIALS, GENERAL 

A. Material Compatibility: 

1. Provide materials for use within each finish system that are compatible with one another 
and substrates indicated, under conditions of service and application as demonstrated by 
manufacturer, based on testing and field experience. 

2. For each coat in a finish system, provide products recommended in writing by 
manufacturers of topcoat for use in finish system and on substrate indicated. 

B. VOC Content:  Products shall comply with VOC limits of authorities having jurisdiction. 

1. Clear Wood Finishes, Varnishes:  VOC not more than 350 g/L. 

2.3 POLYURETHANE VARNISHES 

A. Varnish, Interior, Polyurethane, Satin: 

1. Minwax Fast-Drying Polyurethane. 
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PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Verify suitability of substrates, including surface conditions and compatibility with existing 
finishes and primers. 

B. Proceed with finish application only after unsatisfactory conditions have been corrected. 

1. Beginning finish application constitutes Contractor's acceptance of substrates and 
conditions. 

3.2 PREPARATION 

A. Comply with manufacturer's written instructions and recommendations in "MPI Architectural 
Painting Specification Manual" applicable to substrates indicated. 

B. Remove hardware, covers, plates, and similar items already in place that are removable.  If 
removal is impractical or impossible because of size or weight of item, provide surface-applied 
protection before surface preparation and finishing. 

1. After completing finishing operations, use workers skilled in the trades involved to 
reinstall items that were removed.  Remove surface-applied protection if any. 

C. Clean and prepare surfaces to be finished according to manufacturer's written instructions for 
each particular substrate condition and as specified. 

1. Remove dust, dirt, oil, and grease by washing with a detergent solution; rinse thoroughly 
with clean water and allow to dry.  Remove grade stamps and pencil marks by sanding 
lightly.  Remove loose wood fibers by brushing. 

2. Remove mildew by scrubbing with a commercial wash formulated for mildew removal and 
as recommended by stain manufacturer. 

D. Interior Wood Substrates: 

1. Scrape and clean knots, and apply coat of knot sealer before applying primer. 
2. Apply wood filler paste to open-grain woods, as defined in "MPI Architectural Painting 

Specification Manual," to produce smooth, glasslike finish. 
3. Sand door surfaces to remove dirt, floor wax build-up, surface blemishes, etc G  Extent 

of sanding and existing finish removal should be enough to provide renovated door and 
quality finish. 

4. After priming, fill holes and imperfections in the finish surfaces with putty or plastic wood 
filler.  Sand smooth when dried. 

3.3 APPLICATION 

A. Apply finishes according to manufacturer's written instructions and recommendations in "MPI 
Architectural Painting Specification Manual." 

1. Use applicators and techniques suited for finish and substrate indicated. 
2. Finish surfaces behind movable equipment and furniture same as similar exposed 

surfaces. 
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3. Do not apply finishes over labels of independent testing agencies or equipment name, 
identification, performance rating, or nomenclature plates. 

B. Apply finishes to produce surface films without cloudiness, holidays, lap marks, brush marks, 
runs, ropiness, or other surface imperfections. 

3.4 CLEANING AND PROTECTION 

A. At end of each workday, remove rubbish, empty cans, rags, and other discarded materials from 
Project site. 

B. After completing finish application, clean spattered surfaces.  Remove spattered materials by 
washing, scraping, or other methods.  Do not scratch or damage adjacent finished surfaces. 

C. Protect work of other trades against damage from finish application.  Correct damage by 
cleaning, repairing, replacing, and refinishing, as approved by Architect, and leave in an 
undamaged condition. 

D. At completion of construction activities of other trades, touch up and restore damaged or 
defaced finished wood surfaces. 

3.5 INTERIOR WOOD-FINISH-SYSTEM SCHEDULE 

A. Wood substrates, nontraffic surfaces, including wood doors. 

1. Polyurethane Varnish System: 
 
a. Intermediate Coat:  Polyurethane varnish matching topcoat. 
b. Topcoat:  Varnish, interior, polyurethane, satin. 

END OF SECTION 09931 
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