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GENERAL NOTES:

CONTRACTOR SHALL NOTIFY ‘CALL BEFORE YOU DIG” (1—800—922-4455) AND VERIFY UTILITY MARK—OUT WITH
THE OWNER PRIOR TO THE INITIATION OF ANY SITE DISTURBANCE.

THE CONTRACTOR IS SOLELY RESPONSIBLE FOR VERIFICATION OF THE LOCATION AND NATURE OF ALL
SUBSURFACE UTILITIES AT THE PROJECT WHICH MAY BE AFFECTED BY THE WORK. COORDINATE WITH RESPECTIVE
UTILITY OWNERS AND PERFORM VERIFICATION OF TYPE, LOCATION AND INVERTS AS REQUIRED.

THE LOCATIONS OF EXISTING SITE FEATURES AS SHOWN HAVE BEEN OBTAINED FROM MAPS, SURVEYS, FIELD
INSPECTIONS, AND OTHER AVAILABLE INFORMATION.  THEY MUST BE CONSIDERED APPROXIMATE BOTH TO
LOCATION, SIZE, AND AS—BUILT CONDITION AND ARE PROVIDED FOR INFORMATIONAL PURPOSES ONLY. THE
CONTRACTOR IS SOLELY RESPONSIBLE FOR DETERMINING ACTUAL FIELD CONDITIONS.

THE CONTRACTOR SHALL NOTIFY THE ENGINEER OF ANY AND ALL DISCREPANCIES BETWEEN EXISTING CONDITIONS
AND THE CONTRACT DOCUMENTS BEFORE PROCEEDING WITH THAT PORTION OF THE WORK.

IMPLEMENTING WORKER SAFETY AND/OR HEALTH PROTOCOLS THAT ADDRESS COMPLIANCE WITH RULES, LAWS,
AND REGULATIONS PERTAINING TO CONSTRUCTION SAFETY AND/OR THE POTENTIAL AND/OR ACTUAL RISK OF
EXPOSURE TO SITE-SPECIFIC PHYSICAL OR CHEMICAL HAZARDS IS SOLELY THE RESPONSIBILITY OF THE
CONTRACTOR.

CONSTRUCTION SPECIFICATIONS: CONNECTICUT DEPARTMENT OF TRANSPORTATION, STANDARD SPECIFICATIONS FOR
ROADS, BRIDGES, FACILITIES, AND INCIDENTAL CONSTRUCTION, FORM 817, DATED 2016, AND SPECIAL PROVISIONS.

400 FOOT GRID BASED ON CONNECTICUT COORDINATE SYSTEM N.A.D. 1983.
VERTICAL DATUM BASED ON N.A.V.D. 1988.

MAINTENANCE AND PROTECTION OF TRAFFIC DURING CONSTRUCTION:

DURING CONSTRUCTION, THE CONTRACTOR SHALL CONDUCT
MAINTENANCE AND PROTECTION OF TRAFFIC OPERATIONS IN
ACCORDANCE WITH SECTION 9.71 OF THE CONSTRUCTION
SPECIFICATIONS, WITH THE EXCLUSION OF SUBSECTION 9.71.05 — BASIS
OF PAYMENT.

CONTRACTOR SHALL COORDINATE WITH LOCAL TRAFFIC AUTHORITY FOR
THE DURATION OF THE PROJECT.

EROSION AND SEDIMENTATION CONTROL NOTES:

10.

1.

12.

13.

DO NOT PROCEED WITH THE WORK UNTIL ALL E&S CONTROL MEASURES ARE IN—PLACE AND HAVE BEEN INSPECTED AND
APPROVED BY THE ENGINEER.

THE MEASURES SPECIFIED HEREON ARE THE MINIMUM REQUIREMENTS FOR E&S CONTROL AND ARE SHOWN IN GENERAL SIZE
AND LOCATION ONLY. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ENSURING THAT ALL E&S CONTROL MEASURES ARE
CONFIGURED AND CONSTRUCTED IN A MANNER THAT WILL MINIMIZE EROSION OF SOILS AND PREVENT THE TRANSPORT OF
SEDIMENTS AND OTHER POLLUTANTS TO ANY RESOURCE AREAS. PROVIDE ADDITIONAL E&S MEASURES AS REQUIRED TO
CONTROL EROSION AND SILTATION THROUGHOUT THE DURATION OF THE CONSTRUCTION AS CONDITIONS DICTATE AND/OR AS
DIRECTED BY THE OWNER OR THE ENGINEER.

MONITOR AND INSPECT ALL E&S MEASURES IN AN ONGOING MANNER THROUGHOUT THE WORK AND TAKE CORRECTIVE
MEASURES, AS REQUIRED, TO MINIMIZE EROSION OF SOILS AND PREVENT THE TRANSPORT OF SEDIMENTS AND OTHER
POLLUTANTS TO ANY RESOURCE AREAS.

ANY EROSION AND SEDIMENTATION MEASURE IMPLEMENTED BEYOND THAT SHOWN HEREON SHALL CONFORM TO APPLICABLE
SECTIONS OF THE STATE OF CONNECTICUT'S 2002 ‘CONNECTICUT GUIDELINES FOR SOIL EROSION AND SEDIMENT CONTROL.”

ANY STOCKPILED MATERIAL SHALL BE SUBJECT TO EROSION CONTROL MEASURES THAT INCLUDE A MINIMUM OF SILT FENCE
OR HAY BALE BARRIER. COVER STOCKPILES IF SIGNIFICANT RAINFALL IS PREDICTED.

PROVIDE TEMPORARY SEEDING WITH MULCH ON ALL EXPOSED SOIL AREAS WHERE WORK WILL BE SUSPENDED FOR LONGER
THAN 30 DAYS. APPLY SEED AND MULCH WITHIN THE FIRST 7 DAYS OF SUSPENDING WORK. WHEN SEEDING IS NOT
POSSIBLE DUE TO SEASONAL WEATHER CONDITIONS OR OTHER FACTORS, PROVIDE TEMPORARY STRUCTURAL SOIL PROTECTION
SUCH AS MULCH, WOODCHIPS, EROSION CONTROL MATTING, OR COMPOST.

ALL TEMPORARY SLOPES IN EXCESS OF 3 (HORIZONTAL) TO 1 (VERTICAL) SHALL BE STABILIZED WITH EROSION CONTROL
MATTING OR APPROVED EQUIVALENT.

NO RUNOFF SHALL BE ALLOWED TO ENTER ANY STORMWATER SYSTEM OR EXIT THE SITE PRIOR TO TREATMENT FOR
SEDIMENT REMOVAL.

THE CONTRACTOR SHALL MAINTAIN A CLEAN CONSTRUCTION SITE AND SHALL NOT ALLOW THE ACCUMULATION OF RUBBISH
OR CONSTRUCTION DEBRIS. ALL TRASH SHALL BE CLEANED ON A DAILY BASIS AND THE SITE SHALL BE LEFT IN A NEAT
CONDITION AT THE END OF EACH WORK DAY.

TAKE ALL NECESSARY PRECAUTIONS TO AVOID THE SPILLAGE OF FUEL OR OTHER POLLUTANTS AND ADHERE TO ALL
APPLICABLE POLICIES AND REGULATIONS RELATED TO SPILL PREVENTION, CONTROL, AND RESPONSE.

FOR DUST CONTROL, PERIODICALLY MOISTEN EXPOSED SOIL SURFACES WITH WATER AND MAINTAIN ADEQUATE MOISTURE
LEVELS.

SWEEP ADJACENT ROADWAYS IF MUD OR SOIL IS TRACKED ON TO THEM, OR AS DIRECTED BY THE ENGINEER. SHOULD THE
CONSTRUCTION ENTRANCE FAIL TO PREVENT THE TRACKING OF SOILS OR SEDIMENT OFF OF THE PROJECT SITE, A WASHING
RACK SHALL BE INSTALLED ALONG WITH APPROPRIATE MEASURES TO COLLECT RESULTING WASTEWATER.

DRAINAGE STRUCTURE FILTER INSERTS SHALL BE INSTALLED AND CLEANED/CHANGED PER THE MANUFACTURER'S

RECOMMENDATIONS.  UNITS SHALL BE INSTALLED COMPLETELY AROUND INLETS OF EXISTING AND PROPOSED DRAINAGE
STRUCTURES SUCH THAT NO RUNOFF IS ALLOWED TO ENTER DRAINAGE SYSTEMS WITHOUT FILTERING THROUGH THE DEVICE.

TEMPORARY E&S MEASURES MAINTENANCE SCHEDULE

E&S MEASURE MAINTENANCE MEASURES SCHEDULE
FILTER INSERTS IN CLEAN CATCH BASIN GRATE, REMOVE WEEKLY & WITHIN 24 HOURS
DRAINAGE SYSTEM SEDIMENT/DEBRIS FROM FILTER INSERTS AFTER STORM GENERATING A
DISCHARGE

HAY BALES/ SILT REPAIR /REPLACE WHEN FAILURE OBSERVED, WEEKLY & WITHIN 24 HOURS

FENCE BARRIER REMOVE SILT WHEN ACCUMULATION REACHES AFTER STORM GENERATING A
APPROX. HALF HEIGHT OF BARRIER DISCHARGE

TARP TEMPORARY ENSURE TARP IS SECURED OVER STOCKPILE AT DAILY

STOCKPILES THE END OF EACH DAY

MOISTEN EXPOSED PERIODICALLY MOISTEN EXPOSED SOIL SURFACES DAILY

SOILS WITH WATER ON UNPAVED TRAVELWAYS AND KEEP

TRAVELWAYS DAMP

SIGNAGE AND PAVEMENT MARKING NOTES:

10.

1.

12

ENGAGE A CONNECTICUT—LICENSED LAND SURVEYOR TO PERFORM LAND-SURVEYING SERVICES REQUIRED,
INCLUDING, BUT NOT LIMITED TO VERIFICATION AND LAYOUT OF BASELINES, PROPOSED IMPROVEMENTS,
DIMENSIONS AND ELEVATIONS. REPORT DISCREPANCIES TO THE ENGINEER.

DIMENSIONS INDICATED ARE TO FACE OF CURB, PAVEMENT EDGE, EDGE OR CENTERLINE OF IMPROVEMENT, OR AS
OTHERWISE NOTED.

UNLESS OTHERWISE INDICATED, LINES ARE PARALLEL OR PERPENDICULAR TO LINE FROM WHICH THEY ARE
MEASURED.

THE PLANS SHOW PAVEMENT MARKINGS THAT MAY NOT BE TO SCALE FOR CLARITY. FOLLOW INDICATED
DIMENSIONS AND DETAILS.

UNLESS OTHERWISE INDICATED, ALL PAVEMENT MARKINGS SHALL BE WATERBORNE PAVEMENT MARKING PAINT.

ALL PAVEMENT SURFACES SHALL BE CLEANED TO THE SATISFACTION OF THE ENGINEER, BY SWEEPING AND/OR
AIR—-JET BLOWING IMMEDIATELY PRIOR TO THE PLACEMENT OF PAVEMENT MARKINGS.

UNLESS OTHERWISE INDICATED, DIRECTIONAL ARROWS SHALL BE CENTERED IN THE LANE OR AISLE.

UNLESS OTHERWISE INDICATED, ALL PAINTED HATCHING SHALL BE COMPRISED OF 4—INCH WIDE STRIPING OF THE
COLOR INDICATED.

SIGN DIMENSIONS SHALL CONFORM TO THE APPLICABLE CONNECTICUT DEPARTMENT OF TRANSPORTATION OR
MUTCD SIGN NUMBER INDICATED OR TO THE SPECIFIC DIMENSION INDICATED ON THIS PLAN.

UNLESS OTHERWISE INDICATED, POSTS SHALL BE CHANNEL TYPE, 4 POUNDS PER FOOT WITH BREAKAWAY TYPE Il
INSTALLATION. SLEEVES SHALL BE USED IN ALL PAVED AREAS.

SIGN POSTS SHALL BE 2—INCH X 2—INCH X 8-FOOT SQUARE POST, 12—GAUGE STEEL, GAVLANIZED INSIDE AND
OUT, ASTM A653. FULL PUNCHED 7/16” DIAMETER HOLES ON 1" CENTERS, FULL LENGTH OF THE POST ON ALL
FOUR SIDES. MOUNTING SLEEVE TO MATCH POST, EXCPET DIMENSIONS SHALL BE 2 1/4—INCH X 2 1/4—INCH X
3—FEET. MOUNT POST TO ANCHOR WITH TWO BOLTS, 90—DEGREE RELATIVE ANGLE. FASTENERS: ALL FASTENERS
SHALL BE HOT-DIP GALVANIZED, ASTM A153; BOLTS: STEEL HEX, ASTM A325, 5/16—INCH DIAMETER; NUTS:
5/16—INCH STEEL, COMPATIBLE WITH NUT; WASHERS: 5/16—INCH STEEL FLAT WASHERS, ASTM F436,
THRU—HARDENED, PLAIN. MOUNT POST INTO SLEEVE WITH 4—INCH OVERLAP.

MAINTAIN 2—FOOT CLEARANCE BETWEEN SIGN EDGE AND EDGE OF TRAVELWAY.
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STRATFORD CENTER =
v,l I HISTORIC DISTRICT |m
O =
7 L B B ) B =
) e — - E
E _ wn
- - A
3 i
7 \
- 5' COLORED CONCRETE
o COLORED CONCRETE SIDEWALK WITH PAVER
= SIDEWALK RAMP (TYPE 4e) BANDING |
]
T g ==
O BEGIN 5' COLORED =T 1|
= — A N
<§: CONCRETE SIDEWALK _—— —-/’ --_-/-’__

PROPOSED SHARED USE

DYCL

— =

LANE MARKING (TYP.)

O . . e e e s .
avod TIH AW3AVIOV

49+00

<<"% +88
46400 s-n-oo 48+00
= - - —————— p— p— - — p—— : l DYCL él-
)

&>

&>

ROBERT NEWTON, PE No. 20662

| \
TOWN RIGHT—OF—WAY (TYP.)

STA46+50 - 51+50

5 COLORED CONCRETE
SIDEWALK WITH PAVER -
BANDING

——

ND

MAY USE
FULL LANE

STRATFORD_CENTER
HISTORIC DISTRICT

T ] N

|
L ] L7 A2 WHITE
I STOP BAR
T| | . EXISTING' STOF. SIGN
| | I TO -REMAIN
+
DYCL | 54+00 4 55+00 II |<<"% 6
+47 +92 +83 +125+20 152——;ﬂ --Im I '
[ ELM STREET +287+34
| ELM STREET
> | S>>
|I
12" WHITE STOP BAR ed —
:\ 8 WHITE PAINTED
EXISTING STOP-SIGN _ CROSSWALK
% TO REMAIN
P4
2
% S \
=z
E - 2
) - b2
Y / o
P4
Q c— W
™ -— é‘\
PROPOSED SIGN (TYP.) i
\
STA 51+50 - 56450
I ——
NOTE:
1. CONCRETE COLOR SHALL BE DRY PIGMENT FOR READY MIX CONCRETE. ASTM C979.
2. THE COLOR INTENT IS TO BE WITHIN THE BRWON/TAN FAMILY. FINAL COLOR SELECTION WILL BE BY OWNER FROM MANUFACTURERS STANDARD COLORS.
3. CONTRACTOR SHALL PROVIDE FOR UP TO THREE (3) MOCK—UP PANELS FOR APPROVAL OF FINAL COLOR. MOCK—UP PANEL MAY BE UTILIZED AS PART OF THE FINAL WORK.
LEGEND
= 5] == == = — TOWN RIGHT-OF-WAY
MK — EXISTING CURB
@ — EXISTING TREE SHARED USE LANE ¢ SHARED USE LANE
i — EXISTING UTILITY POLE WIDTH VARIES WIDTH VARIES

— PROPOSED DOUBLE YELLOW CENTER LINE (DYCL)
25> — PROPOSED SHARED USE LANE MARKING

4' MIN. 4’ MIN.
— PROPOSED SOLID SINGLE WHITE LINE (SSWL) ™ 10 SHARROW I' '\ TO SHARROW [

.,
%: == — PROPOSED BIKE LANE MARKING
—— — PROPOSED SIGN
TYPICAL SECTION
STA. 43+50 - 55+50
KEY PLAN
SCALE: 1" = 800'

DRAFT

STRATFORD
GREENWAY
EXTENSION

BEACON POINT RD. TO
MAIN ST.
IN

STRATFORD
CONNECTICUT

SIGNAGE AND STRIPING
PLAN

SEPTEMBER 26, 2019
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iy |
O
5 l TOWN RIGHT-OF—WAY (TYP.) | \
o // |
| / |
w \
A I |
: z
= AR 5 COLORED CONCRETE S
055 ' SIDEWALK WITH PAVER (=
NG BANDING £
l z
<) — RO-UTE VERTICAL "GRANITE CURB ORI DISTRICT P
N \ ’ HISTORIC DISTRICT PROPOSED SHAREI% USE <
L LANE MARKING (TYP.) 7 )
m

ﬁ\+u,.oo BROAD STREET <> <<‘T:%

BUS LOADING ZONE

- SEE SHEET C-1.7

Y o —— 4

MATCHLINE

\ RELOCATE "SCHOOL”
PAVEMENT MARKING

PROPOSED BIKE LANE |
MARKING (TYP.)

BIKE ROUTE

4 TowN CENTER
f PERRY HOUSE ’

PROPOSED SIGN (TYP.)

//

1
STA 56+50 - 62400

NOTE:
1. CONCRETE COLOR SHALL BE DRY PIGMENT FOR READY MIX CONCRETE. ASTM C979.
2. THE COLOR INTENT IS TO BE WITHIN THE BRWON/TAN FAMILY. FINAL COLOR SELECTION WILL BE BY OWNER FROM MANUFACTURERS STANDARD COLORS.

3. CONTRACTOR SHALL PROVIDE FOR UP TO THREE (3) MOCK—UP PANELS FOR APPROVAL OF FINAL COLOR. MOCK—UP PANEL MAY BE UTILIZED AS PART OF THE FINAL WORK.

10't

10’

|« 5' BIKE LANE —l— 7' PARKING ——=]

LEGEND
— —— — — TOWN RIGHT-OF-WAY
— EXISTING CURB
€} - EXISTING TREE

EXISTING UTILITY POLE l-——— 8’ BUS LANE |

PROPOSED SOLID SINGLE WHITE LINE (SSWL)

10.5't

TYPICAL SECTION

STA. 55+50 - 59+50

10.5'

5" BIKE LANE -‘7 8" PARKING ——

PROPOSED DOUBLE YELLOW CENTER LINE (DYCL)

. T

25> — PROPOSED SHARED USE LANE MARKING
.,

%: == — PROPOSED BIKE LANE MARKING
—— — PROPOSED SIGN

KEY PLAN
SCALE: 1" = 800'

TYPICAL SECTION
STA. 59+50 - 63+50

ROBERT NEWTON, PE

No. 20662

STRATFORD
GREENWAY
EXTENSION

BEACON POINT RD. TO
MAIN ST.
IN

STRATFORD
CONNECTICUT

SIGNAGE AND STRIPING
PLAN

SEPTEMBER 26, 2019

REV|SIONS:

STRATFORD GREENWAY EXTENSION - SEPTEMBER 26, 2019

PREPARED FOR:

TOWN OF STRATFORD

2725 MAIN STREET
STRATFORD, CT 06615

Z1BSC GROUP

300 Winding Brook Drive
Glastonbury, Connecticut 06033

860 652 8227

DRAFT

© 2018 BSC GROUP, INC.
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[_.
\\ :
[_.
~—| MEET EXISTING n
MATCH EXISTING tomrz e \ CONCRETE_SIDEWALK
' N N \
8’ WHITE PAINTED
CROSSWALK MAINTAIN EXISTING % — ] \_ CONCRETE SIDEWALK
SIDEWALK USE — =
CONCRETE PED —
SIDEWJ(ALK RAMI; SIGNAL — N -
TYPE 4d —— ]
103-Sa . m—— g64+05— 2 n FLUSH WITH ROADWAY VAN
102400 . —21 | — m " STREET (CT=113)
0 I ll \ 3 ' - W u f S _.\.\105+00
-‘““'f“ | j — w2 L ROBERT NEWTON, PE No. 20662
<~
103+ 04.47= _— | N ©
300+00.00 MAIN STREET (CT-113) —
A— . E
T04+57.11=
= = STRATFORD
— N v 8" WHITE PAINTED
r—— N i ~ CROSSWALK GREENWAY
" a
, 11 ’ | ’ ' 427 WHITE STRIPING /(TYP.) EXTENSION
i
TOWN RIGHT-OF—WAY (TYP.) — ’ jos moRiﬁngD(T?;% LANE r — BEACON POINT RD. TO
~ ] J / EDWARD J MAIN ST.
NO . DILLON IN
/ PARKING vz 75827%%5”332
ol. g-
PROPOSED SIGN (TYP.) % . 9/19/1 STRATFORD
/ 3 |
—_—
? T SIGNAGE AND STRIPING
: %) ||~ — 6" WHITE STRIPING (TYP.)
i ik / N/F
! FAIRFIELD MGE’?CI,(E;::L HOLDINGS
(gl
NE E 2184 Main Street SEPTEMBER 26, 2019
g ol 4 & ] 9/19/19
7 o ’ o
S
& 4" DOUBLE YELLOW
PROPOSED-SHARED USE //— STRIPING (TYP.) .
LANE MARKING (TYP.) | REVISIONS:
BUS LOADING ZONE —— [~ | |
N/F
ST JAMES ROMAN CATHOLIC
CHURCH
2070 Main Street
8/5/6 3 |
o -4
— e e — ;
MATCHLINE - SEE SHEET (?6— e R
. g . aay S —g —
.'t?.
STA 62+00 - 64405
I —— NOTE:
1. CONCRETE COLOR SHALL BE DRY PIGMENT FOR READY MIX CONCRETE. ASTM C979.
g 2. THE COLOR INTENT IS TO BE WITHIN THE BRWON/TAN FAMILY. FINAL COLOR SELECTION WILL BE BY OWNER FROM MANUFACTURERS STANDARD COLORS. PREPARED FOR:
A 3. CONTRACTOR SHALL PROVIDE FOR UP TO THREE (3) MOCK—-UP PANELS FOR APPROVAL OF FINAL COLOR. MOCK—UP PANEL MAY BE UTILIZED AS PART OF THE FINAL WORK.
l TOWN OF STRATFORD
LEGEND 2725 MAIN STREET
= o e e — TOWN RIGHT-OF—WAY STRATFORD, CT 06615
K — EXISTING CURB
€) - EXISTING TREE :
i ~ — EXISTING UTILITY POLE <~ 8" PARKING | 10.5'+ 10.5'+ 5' BIKE LANE 8' PARKING ——=
st [___4\7 ——— — PROPOSED SOLID SINGLE WHITE LINE (SSWL) BSC ( im P
— PROPOSED DOUBLE YELLOW CENTER LINE (DYCL) [ ]
§ 2> - PROPOSED SHARED USE LANE MARKING | ' ' [ 300 Winding Brook Drive
@r = - PROPOSED BIKE LANE MARKING Glastonbury, Connecticut 06033
—— — PROPOSED SIGN 860 652 8227
TYPICAL SECTION
STA. 59+50 - 63+50
© 2018 BSC GROUP, INC.
SCALE: 1”7 = 20
— Y —
0 10 20 40 FeET
DRAFT FILE: 8360500—PLAN.DWG
DWG. NO:
JOB. NO: 83605.00 C_] -7

KEY PLAN
SCALE: 1" = 800'



7 4

WAY)

| 302|+ 00

TOWN MEMORIAL PAR

I Main Street
l 9/23/1
| —
I
!
GRANITE CURBING SHALL BE RESET
i TO TAPPER INTO THE NEW SIDEWALK
\_1/ (TYP.) CONCRETE WALK WITHIN DRIVEWAY /
| APRON SHALL BE FLUSH WITH THE \
BIT. CONC. (TYP.) 306100
WEST BROAD STREET (ONE—WAY) —= ~
i ~
| |
l \ J
B N
7 ~
\ ,, | \
~ ,, L H..'. A —END PROJECT
I \ = — .. STA. 305+36
10° COLORED CONCRETE — .. . N:630,200.15
A I SIDEWALK ~ . .. E: 894,740.95 ~
i -~ —~ N
TOWN RIGHT—OF—WAY (TYP.) / \ h....’»
I << [ ] ),
~ i,
TR =
| 2155 MAIN ST STRATFORD CT LLC PROTECT TREE <, )~/
2155 Main Street TERMINATE MULTI-USE __——  JRISL 400 S
i Vol. 1266 Pg. 191 PATH WITH HAMMERHEAD }i@;&@;ﬁ
Y IRk
9/12/6 iy
N/F BIKE RACK REMOVE TREE
| TOWN OF STRATFORD /RR\
- TB SENIOR CENTER N/ ~
D I 70030,Wej§85;‘;?d3§t8’e“ INFORMATIONAL SIGN = ~
c 40/9/12/5 ;
= |
84
- I N
v / RS
| ~
z
S
T I \
O
=
< l /
=
! /
STA 301+00 306+00
NOTE:
1. CONCRETE COLOR SHALL BE DRY PIGMENT FOR READY MIX CONCRETE. ASTM C979.
2. THE COLOR INTENT IS TO BE WITHIN THE BRWON/TAN FAMILY. FINAL COLOR SELECTION WILL BE BY OWNER FROM MANUFACTURERS STANDARD COLORS.
3. CONTRACTOR SHALL PROVIDE FOR UP TO THREE (3) MOCK—UP PANELS FOR APPROVAL OF FINAL COLOR. MOCK—UP PANEL MAY BE UTILIZED AS PART OF THE FINAL WORK.
P R —
7|1 LEGEND !
o= ] == e—— == _ TOWN RIGHT-OF—WAY
I3 — EXISTING CURB >
<<
€3 - EXISTING TREE 10 =
| cJ w
: b L — EXISTING UTILITY POLE ad MAX =
1 V1 1 d P
o i | 1 ————— — PROPOSED SOLID SINGLE WHITE LINE (SSWL) o 2% N 15
==———— _ PROPOSED DOUBLE YELLOW CENTER LINE (DYCL) pA MR 7 \ =

PROPOSED SHARED USE LANE MARKING
%u: — — PROPOSED BIKE LANE MARKING
—— — PROPOSED SIGN

SEE CONCRETE
SIDEWALK DETAIL

v
|

PLANT SCHEDULE C-1.8 .
4" TOPSOIL

TYPICAL SECTION

TREES. QTY BOTANICAL / COMMON NAME ROOT  SIZE MARK
co 1 CARYA OVATA B&B 25°CAL STA. 300+50 - 305+80
SHAGBARK HICKORY
PO 3 PRUNUS X OKAME 15 GAL  1.5"CAL
OKAME CHERRY
SHRUBS QTY BOTANICAL / COMMON NAME ROOT SIZE REMARKS
CA 5 CLETHRA ALNIFOLIA 1 GAL
SUMMERSWEET CLETHRA
RH 9 RUDBECKIA HIRTA 4"POT

BLACK—EYED SUSAN

KEY PLAN
SCALE: 1" = 800'

ROBERT NEWTON, PE No. 20662

STRATFORD GREENWAY EXTENSION - SEPTEMBER 26, 2019

STRATFORD
GREENWAY
EXTENSION
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300 Winding Brook Drive
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Z1BSC GROUP

860 652 8227
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REMOVE INVASIVE
VEGETATION THIS SIDE OF

/ N
STREET (TYP.) / A
<
=l l
= -
Z N
7 BIKE ROUTE _—
4 | €= BIRDSEYE \ —_—
p | TOWN GENTER mb _—— ROBERT NEWTON, PE No. 20662
3 | — &3 :
A i
2| b= \ g:< y STRATFORD
o ——— ”
S — P P GREENWAY
e — ROW EXISTING MONUMENT / 324 7 ) EXTENSION
—— _ AND PLANTINGS TO REMAIN . 4
/
BIKE RACK TYP.
- SHARED USE LANE EXISTING ) GRANITE BENCH TO REMAIN
/____/ - MARKING (TYP.)
- BEACON POINT RD. TO
CONCRETE PERVIOUS UNIT PAVERS
/ MAIN ST.
IN
STRATFORD
CONNECTICUT
THEATER STUB SIGNAGE
AND STRIPING PLAN
SEPTEMBER 26, 2019
REVISIONS:
e L —
PREPARED FOR:
TOWN OF STRATFORD
_ LEGEND 2725 MAIN STREET
Fet] - — — _ own RIGHT-OF—WAY STRATFORD, CT 06615
L—r:-J — EXISTING CURB SHARED USE LANE 2 SHARED USE LANE
@ — EXISTING TREE , WIDTH VARIES WIDTH VARIES '
w 4’ MIN. 4’ MIN.
\ — EXISTING UTILITY POLE ~ TO C/L TO C/L =
u it

I SHARROW SHARROW
_.*_L)\‘f/'h\ —— - PROPOSED SOLID SINGLE WHITE LINE (SSWL)
=————— - PROPOSED DOUBLE YELLOW CENTER LINE (DYCL)

22> — PROPOSED SHARED USE LANE MARKING

300 Winding Brook Drive
%? =+ — PROPOSED BIKE LANE MARKING

Glastonbury, Connecticut 06033
—— — PROPOSED SIGN

860 652 8227
TYPICAL SECTION
@ 2018 BSC GROUP, INC.
SCALE: 1”7 = 20
PLANT SCHEDULE MAC'S HARBOR
— e —
SHRUBS QTY BOTANICAL / COMMON NAME ROOT REMARKS 0 10 20 40 FpeT
A ¢ gbﬁﬁ?&ﬁg}rgfémRA T oA FILE: 8360500—PLAN.DWG
RH 6 RUDBECKIA HIRTA 4"POT DRAFT DWG‘ NO: :
KEY PLAN BLACK—EYED SUSAN : :
SCALE: 1" = 800

JOB. NO: 83605.00 C'Z.O
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N
~
N
~
, 40”
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N
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Gigb ) ) )
" E E g
=z (7)) ) %
- w w
& z z o Y
=) x - z =
(&) < m
= g [ x
z = < o]
Ll m a (&)
[&]
BIKE LANE TRAVEL LANE TRAVEL LANE BIKE LANE PARKING LANE
v w
o w
o
y & 2
3 w n
7] = w
4 = o Z
2 z Z =
(&) X [14]
= 2 @
& o 3
- A\
4 MIN. |=— 12° MIN. NOTES:
TRAVEL LANE TRAVEL LANE PARKING LANE MARKINGS SHALL BE SPACED
\/\ AT A MAXIMUM OF 250'.

© .
~ fz” ?
|—2' (MIN.) (TYP.) . Ie.s L R 2"
"7 8.5 N
_L EDGE OF ROAD N R
N
4" (MIN.) B I I WHITE PAINT
~tgt=
\ 12" PAINTED STOP BAR
. (LENGTH AS REQUIRED,
© SEE PLANS)
LENGTH AS REQUIRED i
o (SEE PLAN) —12
e
17 (TYP.) . 3-10" .
8 (MIN.) WHITE PAINT _27 () 8" -
/ o @NE ? E ” T
™ 8
1 T 1J; WHITE PAINTED
. T STOP LINE
EDGE OF ROAD mv ~ I .
— 4" WHITE PAINT
4" WHITE PAINT (TYP.) i
o
NOTES:
1. PAVEMENT MARKINGS SHOWN SHALL NOT BE INSTALLED ON PUBLIC ROADWAYS.
CROSSWALK PAINTED PAVEMENT MARKINGS
SCALE: NONE SCALE: NONE
PVT-102—CT PVT—104—CT
SIGN TABLE
MUTCD # SIGN MUTCD # SIGN MUTCD # SIGN
(|
T PARKING
R1-1 D1-2b f DOWNTOWN N R7-11 HERE ®
4= PERRY HOUSE _L TO CORNER
I 24 L —
\—/ |
I 127 I
R3-17 Egzgg ‘ E N D s \ % R5-1b
| 24" |
p
*ﬂ.
D111 Wi1-1 R5—3 M OT 0 R o
N
24"
7 2\
M7—-1R W16—1 R9-5 U S E 2
PED
SIGNAL
A A
12"
. MAY USE |
\ Z B
S —

ROBERT NEWTON, PE No. 20662

STRATFORD
GREENWAY
EXTENSION

BEACON POINT RD. TO
MAIN ST.

IN

STRATFORD
CONNECTICUT

MISCELLANEOUS DETAILS

SEPTEMBER 26, 2019

REV|SIONS:

PREPARED FOR:

TOWN OF STRATFORD

2725 MAIN STREET
STRATFORD, CT 06615

Z1BSC GROUP

300 Winding Brook Drive
Glastonbury, Connecticut 06033
860 652 8227
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© 2018 BSC GROUP, INC.
SCALE: NONE
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20’ |
5?
(TYP.)
\ \

AS INDICATED

TOOL CONTROL JOINT (TYP.)

FULL CONSTRUCTION

JOINT EVERY 20°

4,500 PSI CONCRETE PER
WIDTH VARIES — SEE PLANS /— SPECIFICATIONS
oF 2% (MAX.)

rp Y sewhivems )y

«S

COMPACTED GRANULAR FILL
BASE, ConnDOT M.02.01
NSNSA \\/\\<\\<\\<\\/ \\/ \\/ \\/ K& PR

N A
WWR 4 x 4 — W4 x W4

——“8——

COMPACTED SUBGRADE

NOTES:

1. TOOLED CONTROL JOINTS SHALL BE 1/4 SLAB THICKNESS. TOOL JOINTS EARLY IN THE FINISHING PROCESS
AND RE—RUN TO ENSURE GROOVE BOND HAS NOT OCCURRED.

2. FULL-DEPTH JOINTS SHALL INCORPORATE FULL-DEPTH JOINT FILLER PER SPECIFICATIONS AND DETAILS.

3. SIDEWALK SHALL HAVE LIGHT BROOM FINISH PERPENDICULAR TO THE DIRECTION OF TRAVEL.

CONCRETE SIDEWALK

SCALE: NONE

FULL DEPTH 1/2" PREMOLDED
JOINT MATERIAL, NONEXTRUDING
AND RESILENT BITUMINOUS TYPE —
SEE NOTES

1/2"¢ x 18" STAINLESS STEEL
DOWEL, 36" O.C.

N
N>
IS
N
S
S
a
[N
IS
TLLIRTTITT
AR
2
IS
\9

L “™~~_ PLASTIC DOWEL
\_ N ~ SLEEVE

CENTER OF SLAB

DOWELED CONSTRUCTION JOINT IN CONCRETE

SCALE: NONE

1.6” MIN. TO
2.4" MAX.

© © ©
© © ©

0.45" MIN. TO 0.9” MAX.

—0.2”

L‘JOQ MIN. TO 1.4" MAX.

©r

DETECTABLE WARNING STRIP

SCALE: NONE
HC—-108-CT

< <>

\
/ CONCRETE UNIT PAVER BANDING,
CURBING; SEE DRAWINGS COLOR TO BE SELECTED FROM

MANUFACTURERS STANDARD
COLORS

4" X 8" X 3 1/8” CONCRETE
UNIT PAVER SOLDIER COURSE
1" MAX. COURSE SAND SETTING
BED, ASTM C33
CONCRETE SIDEWALK

COMPACTED GRANULAR FILL PER
CONCRETE SIDEWALK DETAIL

TOWELED CONCRETE EDGE
RESTRAINT AT LAWN OR
CURBING

LAWN—\

PAVER BANDING ALONG CONCRETE SIDEWALK
SCALE: NONE
il TOOLED OR CUT GROOVE —
HAND—ONLY TOOLED JOINT SEE NOTES
7 a % .A g ) L q .
T §§ " 4 <,A 4 2 .qA <
T . A <
g = ' - 4
NOTES:

1. JOINT GROOVE SHALL HAVE A MINIMUM DEPTH OF 1/4 SLAB THICKNESS.

2, TOOLED JOINTS SHALL BE RUN EARLY IN THE FINISHING PROCESS AND RERUN LATER TO
ENSURE GROOVE BOND HAS NOT OCCURRED.

3. SAWCUT JOINTS MAX. WIDTH OF 1/8 INCH.

CONTROL JOINT IN CONCRETE

SCALE: NONE
* OPTIONAL FLARE ONE SIDE
SIDEWALK CURBING
(OPTIONAL)
L
VARV
T | Boocod
000000
000000
OO0000
. 000000 RAMP G2
Z| | [2999%9 71% balf SIDEWALK
. 000000 —1Z APPROACH
@ 000000 -
OO0000
000000
000000
090000
1| }goo000
v v VARV v v v v Y v v
. Y- L vy e v
2' DETECTABLE V2
WARNING STRIP v, v oy Y, v v v
3 7

\ CURBING

CURBING CAST AND
PAID WITH RAMP

CONCRETE SIDEWALK RAMP (TYPE 4e)

SCALE: NONE

CONCRETE APRON THICKNESS:
6" RESIDENTIAL-CLASS "C" CONCRETE
B" COMMERCIAL-CLASS "C" CONCRETE DRIVEWAY (MIN. 12'; MAX. 30°)

PROPERTY LINE L1125 - TOOLED JOINTS (TYP.)
DISTANCE — {
VARIES ‘\ A (SEE SHEET DA~2)
GRANITE CURB //

EXPANSION JOINT MATERIAL

BEVEL CONCRETE TO MATCH
TOP OF CURB (TYP)

A
DRIVEWAY OPENING

NOTE- SAWCUT AND JOINT SEAL ) J PLAN
o P (W/O GRASS STRIP)

|
\— BITUMINOUS CONCRETE
ROADWAY

CONCRETE APRON THICKNESS:
6" RESIDENTIAL-CLASS "C" CONCRETE
8" COMMERCIAL-CLASS "C" CONCRETE

1. DRIVEWAY OPENING TO BE DETERMINED AND
SET IN THE FIELD BY THE CITY.

PROPERTY LINE —\

DRIVEWAY (MIN. 12'; MAX. 30)'
B (SEE SHEET DA-3)

6"

-

—GRASS SHELF-

GRANITE CURB /

SAWCUT AND JOINT SEAL ! / PLAN
(W/ GRASS STRIP)

—~GRASS SHELF-

\—BEVEL CONCRETE TO MATCH

\_ TOP OF CURB (TYP)
BITUMINOUS CONCRETE

ROADWAY

B
/ DRIVEWAY OPENING

CONCRETE WALK DRIVEWAY APRON

SCALE: NONE
f——] BREAKAWAY
SIGN POST
P 2" LIGHTLY
TAMPED COLD
| 18 | PATCH
2' MIN. SECTION A-—-A KSIDEWALK
- ® = R o
® T X,
3 . S B Q
~:§§._. '- : ;_\-2:: N 3-
AR i A [Ce]
’ pEE D e
60 — 3/8" a [o e (
| DIAMETER HOLES L - -
AT 1" O.C. 5 LIGHTLY
{ { o COMPACTED SUBBASE
A A B FILL
%) SECTION B-B
EDGE OF __ <
CURB E
FINISH Q
GRADE | &
I I 2 B B
=
I =
-
[
| | ,)T
U 1 _/' 4" POLYVINYL CHLORIDE
TAPER CONDUIT SCHEDULE 40 OR 80
MOUNTING LOCATION SIGN POST SLEEVE FOR PAVED AREAS
NOTES:

1. MOUNT SIGN TO POST PER CONNDOT 817 SPECIFICATIONS AND DETAILS.
2. PROVIDE SLEEVE FOR ALL SIGNS MOUNTED IN CONCRETE.

TYPICAL SIGN SUPPORT

SCALE: NONE

BREAKAWAY TYPE I

&“A‘/\y
14"x14"x42” MIN. WOOD -

STAKE OR STEEL POST / .
>
<

% =
3
o
L}

SILT FENCE
BACKFILL AND COMPACT S/
6"x6” TRENCH N

WORK AREA
PROTECTED AREA

<<

FLOW |

<<

TOP OF GROUND )4

STAPLE

PLACE 6" OF FABRIC
ALONG TRENCH AWAY
FROM PROTECTED AREA

STAPLE

GENERAL NOTES

1. FOR SLOPE & SWALE INSTALLATIONS, EXTEND FENCE OP SLOPE SUCH THAT BOTTOM ENDS OF FENCE WILL
BE HIGHER THAN THE TOP OF THE LOWEST PORTION OF FENCE.

2. FOR FENCE INSTALLED ON LEVEL TERRAIN INSTALL WING SECTIONS PERPENDICULAR TO MAIN BARRIER AT
50’'-100" INTERVALS.

SILT FENCE BARRIER

SCALE: NONE
EC-107

N

10.

1.

20.

21.

PROPERTY LINE

MATCH WIDTH AND GRADE 1'-5'
OF EXISTING SIDEWALK |~ DRIVEWAY REPAIR
PAYMENT LIMITS
SAWCUT 2'-0" MAX, '
EXISTING PAVEMENT R=1"

SLOPE VARIES
SLOPE VARIES

" SAWCUT
2 1/2

EXIST.
/ DRIVE

St \
* 2 1/2" COMPACTED BIT.

CONC. CLASS 12

JOINT SEALER APPLIED TO ALL
PAVEMENT CUT EDGES

SEE TYPICAL PAVEMENT REPAIR

DETAIL RW-3 8" COMPACTED PROCESSED

AGGREGATE BASE 6" COMPACTED PROCESSED

AGGREGATE BASE

6"x6" WELDED WIRE CLASS "C" CONCRETE (3,000 F’.S.I.)>+<
MESH REINFORCING

* 6" THICK RESIDENTIAL

" TES:
8" THICK COMMERCIAL HOTES:

1. SURFACE: STIFF BROOM FINISH TRANSVERSE TO
THE SLOPE OF THE APRON.

2. DRIVEWAY REPAIR TO BE INCLUDED IN THE
COST OF THE CONCRETE DRIVEWAY APRON
WITHIN THE LIMITS SHOWN.

SECTION A-A
WITHOUT GRASS SHELF

CONCRETE WALK DRIVEWAY APRON SECTION A-—A

SCALE: NONE

MAXIMUM SLOPES OF ADJOINING GUTTERS AND ROAD SURFACES IMMEDIATELY ADJACENT TO THE SIDEWALK RAMP
Egggé.g 1'\%(;)} SEEXECEED 5%. THE MAXIMUM GRADE DIFFERENCE BETWEEN THE GUTTER AND CURB RAMP SHALL NOT
RAMP_GRADE SHALL BE UNIFORM, FREE OF SAGS AND ABRUPT GRADE CHANGES. RUNNING SLOPES OF RAMPS SHALL
NOT EXCEED 8.33% AND SHALL NOT EXCEED 15° WITHOUT PROVIDING A LANDING.

éI%IECIg%&%ISONSSHALL BE CONSTRUCTED OF CLASS "F” CONCRETE IN ACCORDANCE WTH CONNECTICUT STANDARD
SIDEWALK RAMPS SHALL HAVE A COARSE BROOM FINISH TRANSVERSE TO THE SLOPE OF THE RAMP. THE SURFACE
OF ALL SIDEWALK RAMPS SHALL BE STABLE, FIRM AND SLIP RESISTANT. SURFACE DISCONTINUITIES SHALL NOT
EXCEED (13)" MAX. VERTICAL DISCONTINUITIES BETWEEN, (6.4)" AND (13)" MAX. SHALL BE BEVELED 1:2 MINIMUM
APPLIED ACROSS THE ENTIRE LEVEL CHANGE.

DIAGONAL SIDEWALK RAMPS AT MARKED CROSSINGS SHALL BE WHOLLY CONTAINED WITHIN THE MARKINGS,
EXCLUDING ANY FLARED SIDES. DIAGONAL AND PERPENDICULAR RAMPS SHALL HAVE THE RAMP CUT
PERPENDICULAR TO THE TANGENT OF THE CURB RADIUS FOR THE DESIGNATED ACCESSIBLE ROUTE. BOTH
LONGITUDINAL SIDES OF THE RAMP SHOULD BE THE SAME LENGTH. SKEWED RAMPS SHOULD BE AVOIDED. FLARES
ARE NOT CONSIDERED PART OF PEDESTRIAN ACCESS ROUTE. DIAGONAL RAMPS SHOULD NOT BE INSTALLED WHERE
CURB RADII IS LESS THAN 20.

REMOVAL OF EXISTING SIDEWALK FOR NEW RAMP INSTALLATIONS SHALL BE TO THE NEAREST EXPANSION OR
CONTRACTION JOINT. 8.3% MAXIMUM SLOPE MAY NOT BE ACHIEVABLE DUE TO EXISTING SIDEWALK GRADE. IN
RECOGNITION OF THIS, A LIMIT OF 15° (4572) FOR REMOVAL SHALL BE USED UNLESS OTHERWISE SHOWN ON THE
PLANS OR DIRECTED BY THE ENGINEER. SAW CUT REQUIRED FOR DUMMY JOINTS SHALL BE INCLUDED IN THE COST
OF CONCRETE SIDEWALK RAMP” OR "CONCRETE SIDEWALK".

EXPANSION JOINTS IN CONCRETE SHALL MATCH THOSE IN ADJACENT SIDEWALKS BUT IN NO CASE SHALL THE
SPACING BETWEEN EXPANSION JOINTS EXCEED 12° (3658) UNLESS OTHERWISE NOTED.

CONCRETE _SIDEWALK RAMPS, SHALL BE PAID FOR UNDER THE ITEM "CONCRETE SIDEWALK RAMP”, AS DEFINED BY
THE CONSTRUCTION LIMITS ON THE PLANS AND SHALL BE FIELD VERIFIED.

SIDEWALK RAMPS SHALL BE CONSTRUCTED WITH THE TOE AT THE GUTTER CAST INTEGRALLY WITH RAMP UNLESS
DIRECTED OTHERWISE BY THE ENGINEER. CURB REMOVAL AND CAST IN PLACE CURBING REQUIRED FOR THE RAMP
SHALL BE INCLUDED WITH PAY ITEM "CONCRETE SIDEWALK RAMP”. CURBING OUTSIDE LIMITS OF RAMP OR LANDING
SHALL BE CONSTRUCTED AND PAID FOR IN ACCORDANCE WITH CONNECTICUT STANDARD SPECIFICATIONS.

PREFERRED LOCATION TO INSTALL DETECTABLE WARNING STRIP SHALL BE 6" (152) FROM THE EDGE OF ROAD ALONG
THE FULL WIDTH OF THE RAMP. FOR ALTERNATE LOCATIONS, REFER TO DETEC ABLE WARNING PLACEMENT DETAIL.

TO PERMIT WHEELCHAIR WHEELS TO ROLL BETWEEN DOMES, ALIGN DOMES ON A SQUARE GRID IN THE DIRECTION OF
llgll-JLlJ\ISNAN(VSW TSI-|LCC))L|JD'IE (PISI;PENDICULAR TO CURB OR SLOPE BREAK) THE TRANSITION FROM RAMP TO GUTTER SHALL BE
WHERE COMMERCIAL DRIVEWAYS ARE PROVIDED WITH TRAFFIC SIGNALS AND THE SIDEWALK IS CONTINUOUS THROUGH
B%&Wﬁi DETECTABLE WARNINGS ARE REQUIRED AT THE JUNCTION BETWEEN THE PEDESTRIAN ROUTE AND
CONSTRUCT A SIDEWALK CURB WHEN THERE IS INSUFFICIENT BUFFER AVAILABLE TO GRADE OR WHEN CALLED FOR IN
PLANS. PAID FOR WITH SIDEWALK RAMP WHEN REQUIRED FOR RAMP.

THE TOP AND BOTTOM OF RAMPS SHOULD BE PROVIDED WITH A 4’ x 4’ MINIMUM LEVEL LANDING AREA WITH A
CROSS SLOPE LESS THAN OR EQUAL TO 2% IN ANY DIRECTION.

UTILITY POLES, LUMINARIES, PEDESTRIAN OR SIGNAL POLES, GRATES, ACCESS COVERS, AND OTHER APPURTENANCES
iléélélésNggU% LOCATED ON RAMPS, LANDINGS, BLENDED TRANSITIONS, AND AT GUTTERS WITHIN THE PEDESTRIAN
APPROACH SIDEWALK WIDTHS, GRASS STRIP OR UTILITY STRIP. WIDTHS MAY VARY.

APPROACH SIDEWALK AND LANDING CROSS SLOPE SHALL NOT EXCEED 2%.

;T'GEHV?EYN'\SE,EDSR CROSS SLOPES ON LANDINGS AT MID BLOCK CROSSING MAY BE WARPED TO MEET STREET OR
FOR PERPENDICULAR CURB RAMPS A MIN. 4’ x 4 LEVEL LANDING SHALL BE PROVIDED AT THE TOP OF CURB_RAMP.
WHERE THE LEVEL LANDING IS RESTRICTED AT THE BACK OF SIDEWALK THE LEVEL LANDING SHALL BE 4’ x 5 WITH
THE 5’ DIMENSION PROVIDED IN THE DIRECTION OF THE RAMP RUN.

FOR PARALLEL CURB RAMPS, A MIN. 4’ x 4’ LEVEL LANDING SHALL BE PROVIDED AT THE BOTTOM OF CURB RAMP,
IF THE LEVEL LANDING IS RESTRICTED ON 2 OR MORE SIDES, THE LEVEL LANDING SHALL BE 4'x 5 WITH THE 5
DIMENSION PROVIDED IN THE DIRECTION OF THE PEDESTRIAN STREET CROSSING.

WHEN WIDTH OF SIDEWALK IS >48" AND A PERPENDICULAR SIDEWALK RAMP IS INSTALLED, THE FLARED SIDES SHALL
BE 10% MAX. IF WIDTH OF SIDEWALK IS <48” THE FLARED SIDES MUST NOT EXCEED 8.33% (12:1).

SIDEWALK RAMP NOTES

SCALE: NONE

14"x14"x36” WOOD STAKE OR
STEEL POSTS WITH A MIN. OF
0.5 POUNDS PER LINEAR
FOOT (2 PER HAY BALE)

EMBED HAY BALES 4

INTO GROUND. BACKFILL N gt
AND COMPACT EXCAVATED ot
FILL ALONG HAY BALES i) ge
I] s PROTECTED
/ AREA
e BINDINGS TO BE PARALLEL TO
WORK AREA s GROUND SURFACE
u d
//’ HAY BALES
FLOW /4
/
L~ ! / TOP OF GROUND
L—— ___IV/
18" (MIN.)
GENERAL NOTES

1. HAY BALES SHALL BE MADE OF HAY OR STRAW WITH 40 POUND MIN. WEIGHT AND 120 POUND MAX.
WEIGHT HELD TOGETHER BY TWINE OR WIRE.

2. PLACE HAY BALES ON CONTOUR AND WING THE LAST HAY BALES UP SLOPE SO THAT THE TOP OF
THE LAST SEVERAL HAY BALES ARE HIGHER THAN THE LINE OF HAY BALES.

3. DRIVE FIRST STAKE IN EACH BALE TOWARD THE PREVIOUSLY LAID BALE TO FORCE THEM TOGETHER.
4. PUT ONE HAY BALE PERPENDICULAR ALONG HAY BALE BARRIER EACH 100 FEET.

HAY BALE BARRIE DRAFT

SCALE: NONE
EC—-106—-CT

STRATFORD GREENWAY EXTENSION - SEPTEMBER 26, 2019

ROBERT NEWTON, PE No. 20662

STRATFORD
GREENWAY
EXTENSION

BEACON POINT RD. TO
MAIN ST.
IN

STRATFORD
CONNECTICUT

MISCELLANEOUS DETAILS

SEPTEMBER 26, 2019

REV|SIONS:

PREPARED FOR:

TOWN OF STRATFORD

2725 MAIN STREET
STRATFORD, CT 06615

Z1BSC GROUP

300 Winding Brook Drive
Glastonbury, Connecticut 06033
860 652 8227

© 2018 BSC GROUP, INC.
SCALE: NONE

FILE: 8360500—DET.DWG

DWG. NO:

C-3.1

JOB. NO: 83605.00



TOP VIEW

(ROOF SLAB THICKNESS IS 5 1/27)

O00DOOD
OD0DOOD
O00DOmm
O00DOOD
O00DOOD
O00DOODm

INLET
| | OPI

ENING

SIDE VIEW

(WALL THICKNESS IS 3")

900 GALLON DRY WELL

SCALE: NONE

16 1/2"

FINISHED GRADE

900 GALLON
DRY WELL

GALLEY DESIGN SPECIFICATIONS
CONFORMS TO LATEST:

ASTM DESIGNATION C913

NOTES:

1. PIPE INLET LOCATIONS HAVE 4”
DIAMETER KNOCKOUTS, TYPICAL.
CUSTOM KNOCKOUTS CAN BE CAST ON
REQUEST.

2. REINFORCING STEEL DEFORMED
BARS CONFORM TO LATEST ASTM
SPECIFICATION A615.
3. CONCRETE COMPRESSIVE
STRENGTH— 4000 PSI AT 28 DAYS.
4. METHOD OF MANUFACTURE: WET

CAST.

5. EACH SECTION IS MONOLITHIC.
6. DESIGNED FOR HS—20 LOADING.

WEIGHT CHART

[PrRODUCT

[APPROX WEIGHT |

[900 GALLON DRY WELL

3250 LBs.

LEACHING DATA

FLOW LINE
(INCHES)

LEACHING
(Gall/VF)

LEACHING
(FT"2/UNIT)

INSIDE CAPACITY
(GALLONS)

3-8"

250

28.3

900

&

-1 1/2"

NOTE:
1. STEEL COMPONENTS SHALL BE

HOT DIPPED GALVANIZED
AFTER FABRICATION.

2. PROVIDE ZINC RICH POWER

COAT FINISH.

3. COLOR: AS SELECTED FROM

MANUFACTURERS STANDARD
COLORS

2" X .120" STEEL TUBING

3 3/4” X 1/2" STAINLESS STEEL

ANCHOR

CLASS "F” CONCRETE PAD 2’ X 4’

|14

T

BICYCLE RACKS

SCALE: NONE

12" GRANULAR FILL BASE

CONNDOT M.02.0, (1) OR (2)

PERMEABLE CONCRETE UNIT
PAVER 4" X 8" X 2 3/8"

FILL JOINTS WITH No. 9
AGGREGATE, COLOR TO MATCH
PAVER

_———BEDDING COURSE TYP. No. 9
STONE

=

THICK NO. 57 STONE
o OPEN—GRADED BASE

THICK NO. 2 STONE SUBBASE

0
by
| 8%0
N
—1A

@%
=
—]
=
E:f
T,
I
I
I
=

~—— COMPACTED COMMON FILL OR
UNDISTURBED SUBGRADE

o

8@%
s
D
D
D
D

X

8@ g
;
o

A

NOTE: S
1. USE METAL EDGE RESTRAINT AT ALL SOFT SCAPE
AREAS.

2. COLOR TO BE SELECTED BY OWNER FROM
MANUFACTURERS STANDARD COLORS.

SITE FURNISHING MOUNTED IN PERMEABLE CONCRETE

PERMEABLE PAVER
CROSS—SECTION

SET SHRUBS PLUMB WITH ROOT FLARE 1" ABOVE FINISHED GRADE, BACKFILL WITH PLANTING MIX.

AWAY FROM SHRUB BASE) 3" HIGH EARTH WATERING SAUCER

SCALE: NONE SCALE: NONE
DO NOT PRUNE TREE'S LEADER. 1. LOOSE OR CRACKED ROOT BALLS ARE UNACCEPTABLE.
NO PRUNING OR CUTTING OF THE 2. EXCAVATE TO REQUIRED DEPTH AND DO NOT EXCAVATE BELOW ROOT BALL DEPTH.
TREE SHALL BE DONE UNLESS 3.
DIRECTED BY THE LANDSCAPE 4. FLOOD WATERING SAUCER TWICE IN FIRST 24 HOURS AFTER PLANTING.
ARCHITECT 5. RAISE AND REPLANT ANY SHRUBS THAT SETTLE AFTER PLANTING & WATERING.
6. REMOVE 1/3 BURLAP PRIOR TO BACKFILL. SYNTHETIC BURLAP UNACCEPTABL.E
TRUNK FLARE JUNCTION, PLANT 7. 2" DEPTH MULCH (KEEP MULCH 1”
2"-3" ABOVE FINISHED GRADE. 1'—0" BEYOND ROOT BALL PLANTING MIXTURE.
TREE SHALL BE SET PLUMB 8.

REMOVE EXTRA SOIL FROM
TRUNK FLARE AND TOP OF
ROOTBALL

MULCH 3" MIN. KEEP FROM
DIRECT CONTACT WITH TRUNK

EDGE OF 3" HIGH WATERING SAUCER
FINISHED GRADE

~
COMPLETELY REMOVE BURLAP, LACING AND 4 S e e |
WIRE BASKET FROM TOP 1/2 OF THE a5 I=H =1 =]
ROOTBALL S ===
PLANTING SOIL SEE SPECIFICATIONS o0 :’m_m
COMPACTED SUBGRADE
ROOT BALL SHALL BE RO NN IR
PLACED DIRECTLY ON SR A SN
COMPACTED SUBGRADE X NN
7,
- 3 X ROOTBALL DIAMETER - NOTES: 7
1. SEE SPECIFICATIONS FOR ADDITIONAL ROOTBALL
REQUIREMENTS. ~ EQ | WDTH
2. SAUCER SHALL BE FLOODED TWICE —~ o -

DURING THE FIRST 24 HOURS AFTER
PLANTING.
3. DO NOT STAKE OR WRAP TREE UNLESS

DECIDUOUS TREE PLANTING SHRUB PLANTING

SCALE: NONE SCALE: NONE

A

Y

FOR CONTAINERIZED PLANTS: REMOVE CONTAINER PRIOR TO PLANTING, SCARIFY ROOT BALL BELOW
EDGE 1/2" DEEP IN FOUR LOCATIONS.

PLANTING BED MEDIUM

COMPACTED ORDINARY FILL OR
UNDISTURBED SUBGRADE

VISIBLE CURB
PAVEMENT

CROSS—SECTION \
| 10” | /
CONCRETE CRADLE \Z — - e

6" GRANULAR FILL
BASE

PAVEMENT WEARING

-

BURIED CURB

LOCATE ANCHOR
BLOCKS AT CURB
JOINTS AND CURB

MIDPOINTS (TYP.)

o _.|L|._
v Fl
8" SMOOTH 6"
QUARRY SPLIT

e

<

PAVEMENT
SUBBASE

CONCRETE CRADLE AT

CURB JOINT AND

MIDPOINTS (TYP.)

NOTES:

i

1'=3" (MIN.)
1'=5" (MAX.)

6" GRANULAR
FILL BASE

[ a T, . . e
| 4.
LA, ' AT T e
- coan Ty N
. .a. i
d 4
o I
. . .
-4 : k
. L L4 C
e L g
L < .4
e <

1. CURB LENGTHS SHALL CORRESPOND TO THE CONCRETE SIDEWALK TILE LENGTH, IF

APPLICABLE. 3" CONSTRUCTION JOINTS SHALL SEPARATE CURB SECTIONS. MINIMUM LENGTH
OF ANY CURB SECTION SHALL BE 6’

VERTICAL GRANITE CURB

SCALE: NONE

7.

3 o~

I
IO IO I,
\(/\\// /\//\\{/\\\;{\%

//’/ L
E\\///\ii/

\
\\;///

%
i//_
Y

A
A

2

NOTES:
1. CONTRACTOR SHALL PREPARE SOILS IN ALL DISTURBED
AREAS AND AREAS USED FOR EQUIPMENT ACCESS.

LAWN PLANTING —

SEED

SCALE: NONE

TOPSOIL

MM\[\/WVW\,\WVWW\T\AW’stEDLAWN
TT—TTT—1T1—

PREPARED SUBGRADE
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